
Hydrogenation of German bi tuminous c o a l  f o r  d i s t i l l a t e s  
by I.  Romey, F. F r i e d r i c h ,  B .  S t r o b e 1  

More t h a n  f i f t y  y e a r s  ago a l r e a d y ,  conve r s ion  of  c o a l  
t o  o i l s ,  motor f u e l s ,  and chemical f e e d s t o c k s  was 
a v a i l a b l e  i n  Germany on i n d u s t r i a l  s c a l e .  The f i r s t  
hydrogenat ion p l a n t  was commissioned i n  Leuna i n  1 9 2 7 .  
T h i s  p l a n t  employed t h e  sump-phase and gas-phase 
hydrogenat ion p r o c e s s e s  developed by Berg ius  and P i e r .  
A t  t h e  same t i m e  t h e  P o t t  Broche p r o c e s s  f o r  p roduc t ion  
of c o a l  e x t r a c t s  and t h e  Fischer-Tropsch s y n t h e s i s  f o r  
p roduc t ion  o f  motor s p i r i t  and chemical  f e e d s t o c k  were 
under development i n  Germany. A f t e r  World War 11, no 
a t t empt  was made t o  r e a c t i v a t e  t h e  c o a l  l i q u e f a c t i o n  
technology,  p r i m a r i l y  because of economical r easons .  
Only s i n c e  t h e  o i l  c r i s i s  i n  1973 f u r t h e r  development 
was done on sump-phase hydrogenat ion f o r  p roduc t ion  
of d i s t i l l a t e  o i l s  from c o a l .  The p r e s e n t  a c t i v i t i e s  
are shown on t a b l e  1 .  

Compared t o  the  e a r l i e r  German hydrogenat ion p r o c e s s  
the  new developments a r e  f e a t u r e d  p a r t i c u l a r l y  by t h e  
fo l lowing  c o n d i t i o n s :  

- Removal o f  s o l i d s  and r e s i d u a l  o i l s  from t h e  
hydrogena t ion  p r o c e s s  by d i s t i l l a t i o n  r a t h e r  t han  
by mechanical  s e p a r a t i o n .  

- Recycl ing of on ly  d i s t i l l a t e  o i l  f o r  c o a l  s l u r r y  
p r e p a r a t i o n  which means r e d u c t i o n  of a s p h a l t e n e  
c o n c e n t r a t i o n  i n  t h e  hydrogenat ion r e a c t i o n .  

- U s e  o f  t h e  d i s t i l l a t i o n  r e s i d u e  f o r  p r o d u c t i o n  of 
hydrogen i n  a downstream g a s i f i c a t i o n  p l a n t .  
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COMPANY SITE CAPACITY BUDGET SPONSOR TIME SCHEDULE 
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Tab. 1: Current coal hydrogenation projects in Germany 

By these modifications the following improvements can 
be achieved: 

- Lowering of the process pressure down to 300  bar 
- Increase of the specific reactor throughput 
- Minimize the residue problems by only producing an 

- Substantially increase thermal efficiency and, thus, 
easily disposable mineral slag. 

process economics. 

The Experimental Plant 
In an experimental plant of Bergbau-Forschung, Essen, 
work is done since 1976 on the modified hydrogenation 
process. Work meanwhile exceeds 1 0 0  test runs totalling 
more than 2 0  000 hours of operation under hydrogenation 
conditions. Typical run conditions for a German 
bituminous coal are shown on table 2. 
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EXPEKENTAL PLANT OPERATION 

Reactor temperature O C  475 
Preheater outlet temp. OC 420 
Make-up hydrogen m3/kg maf coal 1.00 
H,-Partial pressure 
at preheater inlet bar 250 
Total pressure bar 300 
Coal throughput kg/ l  hr  .5 to.75 
Type of recycle oil middle a. heavy distillate 
Solids concn. in slurry 'lo =-40 
Coal part icle size mm (1 

Tab. 2: Typical run conditions for a German coal. 

Fig. 1 shows a simplified flow scheme of the experi- 
mental plant. 

Hydrogen 
Catalyst 
Coal 

Process 

Product 

Process 

Gas 

Oil 

Water - Ost. Residue 
.., . 
f 1 3  - I ZBERGBAU-FORSCHUNG EXPERIMENTAL PLANT 

1 Slurry Preparation 2 Conversion 3Separotion 
L Recycle Gas Scrubbing 5 Vacuum Flash 



A pumpable s l u r r y  i s  made up by ground c o a l ,  r e c y c l e d  
d i s t i l l a t e  o i l ,  and c a t a l y s t .  T h e  s l u r r y  i s  f e d  t o  
t h e  hydrogenat ion reactor v i a  a p r e - h e a t e r .  upstream 
t h e  p r e - h e a t e r  h igh -p res su re  hydrogen i s  added. A f t e r  
l e a v i n g  t h e  r e a c t o r  t h e  hydrogenat ion p r o d u c t s  are l e d  
t o  a series of  t h r e e  h i g h - p r e s s u r e  s e p a r a t o r s .  From 
t h e  f i r s t  v e s s e l  high- and non-bo i l ing  o i l s  a r e  drawn 
o f f  t o g e t h e r  w i t h  a l l  t h e  s o l i d s  v i z  some unconverted 
c o a l ,  mine ra l  m a t t e r ,  and c a t a l y s t .  The l i q u i d  i s  
t r e a t e d  i n  a vacuum f l a s h  u n i t  t o  y i e l d  a d i s t i l l a t e  
o i l  c o n t a i n i n g  no s o l i d s .  Mostly middle  o i l  i s  
o b t a i n e d  from t h e  second s e p a r a t o r  and a l s o  used f o r  
s l u r r y  p r e p a r a t i o n .  I n  t h e  t h i r d  s e p a r a t o r  t h e  n e t  
p roduc t  o i l  i s  r ecove red .  It c o n s i s t s  of o n l y  l i g h t  
o i l  and middle o i l .  The g a s e s  t h a t  a lso form unde r  
r e a c t i o n  c o n d i t i o n s  are f o r  t h e  most p a r t  hydrocarbons.  
They a r e  removed from t h e  r e c y c l e  g a s  by h igh -p res su re  
o i l  s c rubb ing .  

A l l  t h e  o i l s  and g a s e s  produced i n  t h e  hydrogena t ion  
s t e p  need upgrading t o  g i v e  s a l e a b l e  p r o d u c t s .  

Typ ica l  o i l  y i e l d  C5+ from German bi tuminous c o a l  i s  
around 50 % w / w ,  a s  was shown i n  BF e x p e r i m e n t a l - p l a n t  
runs  under  c o n d i t i o n s  l i s t e d  i n  t a b l e  2 .  

Product  O i l  
The d i s t i l l a t e  o i l  a c c o u n t s  f o r  t h e  l a r g e s t  p o r t i o n  
of t h e  Droduct s l a t e ,  i . e .  f o r  5 0  8 r e l a t i v e  t o  t h e  maf 
f e e d  c o a l .  The b o i l i n g  p o i n t  of t h e  p roduc t  o i l ,  on 
ave rage ,  r anges  between 50 and 32OoC, 30 % o f  t h e  o i l  
be ing  i n  t h e  b o i l i n g  r ange  below 200°C. O i l  b o i l i n g  
above 32OOC i s  n o t  produced as  n e t  p roduc t  w i t h  t h e  
new German c o a l  hydrogenat ion p r o c e s s .  I t  i s  a l l  
r e c y c l e d  and t h e r e f o r e  o u t  of  t h e  n e t  b a l a n c e .  
So f a r  no d e t a i l e d  breakdown of a l l  t h e  components 
c o n t a i n e d  i n  t h e  c o a l  o i l  can  be g iven .  Su re  w e  d o  know 
roughly t h e  o i l  composi t ion i n  terms o f  group t y p e  
a n a l y s e s ,  and t h e r e  i s  no doubt  on what i n d i v i d u a l  
s t r u c t u r e s  t h e  mix tu re  i s  b a s i c a l l y  composed o f .  
However because of  i t s  o r i g i n  t h e  o i l  c o n t a i n s  c o u n t l e s s  
isomer compounds n o t  o n l y  w i t h  r e g a r d  t o  t h e  ca rbon  
s k e l e t o n s  b u t  a l s o  t o  t h e  d i f f e r e n t  p a r t i a l l y  hydro- 
genated a romat i c s .  The p r o d u c t  s l a t e  is  f u r t h e r  compli-  
c a t e d  due t o  t h e  p re sence  of phenol  and i t s  homologous 
compounds and t o  t h e  p re sence  of v a r i o u s  n i t r o g e n  
c o n t a i n i n g  compounds. So o n l y  few i n d i v i d u a l  compounds 
a s  pheno l ,  a l l  of t h e  cresols,  t o l u e n e ,  n a p h t h a l e n e ,  
and t e t r a h y d r o n a p h t h a l e n e  accoun t  f o r  more t h a n  1 % 
of t h e  t o t a l  o i l  q u a n t i t y .  A l o t  of  compounds, however, 

79 



a c c o u n t  for  less t h a n  0 .1  per cent. 
Some data on t he  properties and  a n a l y t i c a l  c o m p o s i t i o n  
of t h e  l i g h t  and medium b o i l i n g  o i l  f r a c t i o n ,  respect i -  
v e l y ,  i s  l i s ted  below. 

Light  O i l  Middle O i l  

200 - 325 
0.990 

38 500 
“’0.2; boiling range O C  

density/l5OC g 
heating value kJ kg-1 41 000 

elemental ana lys i s  
p.ct. ,w/w 85.3 87.4 

11.1 9.1 
C 
H 

3.5 3.0 
0.24 0.60 

0 
N 
s 0.1 0.1 

I t  

1 ,  

g r o u p  type analysis 
neutral  oil  p.ct. ,w/w 84.35 77.3 
phenols 15.4 16.2 
bases 0.25 6.5 

F i g u r e  2 shows t h e  b o i l i n g  d i a g r a m  of a t y p i c a l  p r o d u c t  
o i i .  
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Residue 
In the new German process all the remaining solids 
from the liquefaction step are kept in the flash 
distillation residue as is done also in some U.S. 
processes. In addition to the solids the residue 
contains the so-called asphaltoles, asphaltenes, as 
well as some heavy oil. 
At elevated temperatures the organic matter forms a melt 
that keeps the solids suspended. Thus the residue 
represents a pumpable liquid that may easily be 
transferred to a pressurized gasifier. 
oxidation the hydrogen required for the liquefaction 
stage can be produced. Residue gasification is part of 
the overall process design but so far has not been 
investigated experimentally. 

Approximately 25 p.ct. of the organic matter of the 
feed coal is bound in the flash distillation residue. 
The table gives information on the average analysis of 
such a residue. 

There by partial 

Flash Distillation Residue Analysis 
softening point 
volatile matter 
ash content 
pyridine insolubles 
asphaltoles 
asphaltenes 
heavy oil 

O C  180 
p.ct. IW/W 30 

26 
52 

9 
21 
18  

11 

,t 

8 ,  

Hydrocarbon Gases 
In bituminous coal hydrogenation gas formation mainly 
consists of hydrocarbons. In the plant there are 
several different process gases having different 
composition. The question whether these streams either 
should be combined or treated separately can only be 
discussed in commercial scale design. In the experimen- 
tal plant the different streams are only measured and 
analyzed. From the analytical results we compute the 
overall hydrocarbon gas production based on the feed 
coal. This information is listed in the following 
table : 
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Hydrocarbon Gases 

s a t u r a t e s  o l e f i n s  
methane p . c t .  w/w maf. c o a l  6 . 8  
e thane  5.7 
e t h e n e  0 . 1  
propane 5 .6  
propene 0 . 3  
n-butane 2.8 
i -bu tane  0.7 
bu tenes  0.2 

0 ,  

0 ,  

0 ,  

1 

I, 

11 

I 

t o t a l  21.6 0.6 

22.2 

I n  c o a l  l i q u e f a c t i o n  t h e  hydrocarbon g a s e s  a r e  r ega rded  
a s  u n a v a i l a b l e  by-products .  None the le s s ,  a t  l e a s t  t h e  
C 2  t h rough  C 4  hydrocarbons can  be commercial ized as  
v a l u a b l e  chemica l  f e e d s t o c k s  o r  f u e l  gases .  

Water and I n o r g a n i c  Gases 
The i n o r g a n i c  compounds w a t e r ,  hydrogen s u l f i d e ,  and 
ammonia as w e l l  a s  carbon monoxide and carbon d i o x i d e  
are b a s i c a l l y  formed as by-products  of  c o a l  hydroge- 
n a t i o n .  The q u a n t i t i e s  produced depend on t h e  
he t e roa toms  c o n t e n t  (oxygen, n i t r o g e n ,  s u l f u r )  of  t h e  
f e e d  c o a l .  These he t e ra toms  are p a r t l y  conve r t ed  t o  
form hydrogen compounds. 

The oxygen c o n t a i n e d  i n  coal i s  p a r t l y  removed d u r i n g  
hydrogena t ion  a s  ca rbon  monoxide and d i o x i d e ,  t h e  
monoxide presumably be ing  formed from d i o x i d e  by 
r e d u c t i o n  w i t h  hydrogen. The carbon d i o x i d e  o r i g i n a t e s  
v i a  d e c a r b o x y l a t i o n  from c a r b o x y l i c  groups p r e s e n t  i n  
t h e  c o a l .  
The d e n i t r i f i c a t i o n  and d e s u l f u r i z a t i o n  r e a c t i o n s  t a k i n g  
p l a c e  a l o n g  w i t h  t h e  d e g r a d a t i o n  o f  t h e  c o a l  i s  t o  be 
cons ide red  a n  advantage.  While upgrading c o a l  o i l  t h e  
heteroatoms l e f t  have t o  be removed allyway. On t h e  
o t h e r  hand, the  fo rma t ion  of  some w a t e r  from oxygen 
i n  Coal may b e  t a k e n  a s  a drawback because of t h e  con- 
sumption of  hydrogen and t h e  removal of p o t e n t i a l l y  
v a l u a b l e  phenols .  

The p roduc t  w a t e r  i s  l e t  down from h i g h  p r e s s u r e  
t o g e t h e r  w i t h  t h e  n e t  p roduc t  o i l ,  and t h e  two l a y e r s  
formed a r e  s u b s e q u e n t l y  s e p a r a t e d .  D i s so lved  i n  t h e  
w a t e r  t h e r e  a r e  some pheno l s  and i n o r g a n i c  compounds. 
~ U L U V A I  I U U I I U A L G ~  iias uii iy  poor  s o i u b i i i t y  i n  t n e  i i q u i d s  --.-Le- --- _ _ _ 1  
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SO it has to be removed from the high pressure gas by 
continuous release of some recycle gas. Carbon dioxide, 
ammonia, and hydrogen sulfide however dissolve 
sufficiently in water to be easily scrubbed from the 
high pressure gas by injecting some additional water. 
Consequently inorganic salts such as ammonium carbonate 
and sulfides are also present. 
Refining the process waste water will accordingly need 
much effort in commercial scale liquefaction. 

Hydrogen Consumption 
Hydrogen consumption on maf feed coal is 6.5 to 7 . 5  per 
cent computed on the maf feed coal, as measured in the 
BF experiments under the conditions listed in table 2. 
The consumption values cover both the chemically 
reacted hydrogen and the unavoidable losses. These 
have been determined to be about 1 5  8 on the total 
hydrogen consumption. In result, the hydrogen consumed 
in reaction amounts to 5.5 to 6.5 per cent on maf coal. 

When reducing hydrogenation severity and thus the 
yields - only 40 8 instead of 5 0  % for oil, and 13 % 
instead of 2 3  % for gas - correspondingly the chemical 
hydrogen consumption is reduced to 4 %.  

Because of the many different ways the hydrogen reacts 
with coal and the intermediate products, it is 
difficult to determine what amount of hydrogen is 
actually consumed with each of it. Methane for 
instance maybe formed from primary, secondary, and 
tertiary carbon atoms initially bound in coal. Each 
way implies a different hydrogen requirement. 

Status of Development 
The data and expiriences from the BF experiments 
have been used to support design and engineering work 
on a 200 t/d pilot plant. The process flow sheet is 
essentially identical to the one of the experimental 
unit. Presently this demonstration project is under 
construction near Bottrop/Essen, Germany. 
The plant will be operational in mid - 1981 .  The 
program is under the responsibility of Ruhrkohle AG 
and Veba Oel AG, and the State Government of 
Northrhein-Westfalia gives major financial support. 
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INTERACTIONS BETWEEN SOLVENT COMPONENTS, MOLECULAR HYDROGEN AN0 MINERAL MATTER 
DURING COAL LIQUEFACTION 

by F. J .  Derbyshire, P. Varghese and 0. D. Whitehurst 

Mobi 1 Research and Development Corporation 
P.O. Box 1025, Princeton, New Jersey 08540 

INTRODUCTION 

In  direct coal liquefaction, the principal objective i s  to  s tahi l ize  the molecular 
fragments generated by the thermal degradation of coal. 
achieved by capping the coal-derived free radicals with hydrogen. 
t h i s  requires that hydrogen i s  provided a t  a ra te  and in a form compatible 
with the demand established by the thermal reaction of the coal. 

Although the ultimate source of hydrogen i s  hydrogen gas, the most effect ive 
route f o r  hydrogen t ransfer  i s  by way of the liquefaction solvent. Hydrogen 
i s  supplied most readily from hydro en donor compounds which generally are  
replenished by ca ta ly t ic  reactions ?ei ther  externally o r  internally). I n  the 
absence of an adequate concentration of active donors, f ree  radicals can be 
stabilized by other reactions between solvent components and coal (1) .  

Extensive studies have been carried o u t  in this  laboratory t o  examine the 
mechanisms of coal liquefaction in both donor and non-donor solvents. 
ultimate aims of this  research are  t o  provide means of identifying and 
controlling the optimal recycle solvent composition in a given process. 

In  ear l ier  reported work ( 2 )  certain polycondensed aromatics were identified 
as effective non-donor coal solvents. These compounds react with molecular 
hydrogen during coal 1 iquefaction forming low concentrations of active donors, 
in situ. 
addition, i t  i s  considered that the a b i l i t y  of these components to  effectively 
disperse the coal 1 iquefaction products a lso contributes t o  the i r  efficacy. 

I t  i s  recognized t h a t  the  study of single model compounds, while affording 
useful information, does no t  take into consideration the more complex 
situation in a real solvent where solvent-solvent interactions undoubtedly 
occur (1). As a f i r s t  approach to  th i s  problem, the previous studies have 
been extended t o  investigate coal conversion in a binary solvent system con- 
sisting of a conventional donor ( t e t r a l i n )  and polycondensed aromatics. The 
results o f  these investigations are  presented below. 

EXPEXIMENTAL PROCEDURE 

Experiments were conducted with bituminous (Monterey) and sub-bituminous 
(Belle Ayr) coals. The coals were prepared from 1-2" diameter lumps which 
had been stored under an argon atmosphere (without d r y i n g )  in a refrigerated 
room since sampled from the mine. The lumps were crushed and sieved t o  minus 
100 mesh in a glove bag under flowing argon. When suffic'ient sample had been 
ground, i t  was thoroughly mixed and then sealed in small vials ,  s t i l l  under 
argon. A different  v i a l  was used for  each experiment, the required quantity 
Of  Coal beinq weiohed from a newly opened vial and the remainder discarded. 
Analyses of the prepared coals are shown in Table 1.  

The conversions were carried out in  a small s t i r red  autoclave which has been 
described in detail elsewhere (1). Essentially th i s  i s  a reactor of a b o u t  
12 cc. capacity heated by a close f i t t i n g  e lec t r ic  furnace. Agitation i s  
provided through the movement of an osci l la t ing plunger which i s  driven by 
an electromagnet. A re lat ively large free volume above the reactor i s  

Preferably, th i s  i s  
In t u r n ,  

The 

The process can be catalyzed by coal mineral matter components. In 
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kept cold which ac ts  
isobaric conditions. 

as a gas reservoir a1 1 owing operation under vi r tua l ly  

The reactor was loaded with a mixture of solvent and coal in the ra t io  of 
3:1 on a dry coal basis. After pressurizing the reactor, tho system was 
heated t o  the desired temperature with agitation. 
reaction temperature was an additional 30 minutes. Reproducibility of 
temperature prof i les  was good as were the calculated conversions. 
Sets of repeated experiments showed a variation of less  than 2 3% i n  conversion. 

A t  the end of the reaction, a quantity of tetrahydrofuran (THF) was injected 
into the reactor while s t i l l  under pressure following which i t  was quenched 
using an ice/water bath. 
the removal o f  the solid reaction products (e.g. when pyrene was the solvent) 
from the reactor. 

After venting, the reactor contents were removed in  more THF and transferred 
t o  a Soxhlet extraction thimble where they were continuously extracted in 
THF for 18-24 hrs under argon. 
the insoluble residue. 

The soluble products were analyzed by gas chromatography and GC/MS. 

The time required to  reach 

Several 

The objective of injecting THF was t o  f a c i l i t a t e  

Conversions were calculated on the basis o f  

RESULTS AND DISCUSSION 

Experiments were carried out to investigate the dissolution of Belle Ayr and 
Monterey coals in mixtures of pyrene with te t ra l in  and 2-methylnaphthalene 
with te t ra l in .  The effects  of donor concentration, gas atmosphere and hydrogen 
pressure on coal conversion and hydrogen transfer from te t ra l in  were determined. 
In addition, some experiments were conducted t o  examine the reactions between 
pyrene, te t ra l in  and hydrogen gas. 

Coal ConVersions 

Conversion t o  THF soluble products and gases i s  shown as a function of 
te t ra l in  concentration for  Belle Ayr and  Monterey coals in Figures 1 and 2 
respectively. The reactions were carried out a t  4OO0C for  1 hr under 1000 
psiy gas  presyure. On the two figures, data are presented showing conversions 
in pyrene-tetralin mixtures both  in argon and in  hydrogen and, for  comparison, 
in 2-methylnaphthalene-tetra1 in mixtures in the presence of hydrogen. 

For both  coals, the conversion in the absence of a donor was enhanced by the 
presence of gaseous hydrogen. As has been shown ( 2 ) ,  the conversion obtained 
i n  pyrene i s  higher than in a less  condensed compound such as 2-methylnaphthalene 
and i t s  effectiveness as a solvent i s  related t o  the formation of dihydropyrene 
during liquefaction. 

With reference t o  Figure 1 ,  the effect of adding ‘ te t ra l in  up to  about  8 wt% 
appeared t o  have l i t t l e  effect  on conversion in the three systems shown. 
Further increase in the donor concentration was accompanied by increasing 
conversion which reached a limiting value of about  85% a t  t e t ra l in  concentrations 
of about 70% and above. A t  the high donor levels, the conversion was not  
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apparent ly  a f f e c t e d  by  t h e  n a t u r e  o f  t h e  o t h e r  component o r  by  t h e  gas 
ztmosphere. The major  d i f f e r e n c e s  between t h e  s o l v e n t  systems a r e  e v i d e n t  
a t  t e t r a l i n  c o n c e n t r a t i o n s  between 8-70%. 

From the  F i g u r e  i t  is apparent  t h a t  hydrogen gas i s  b e n e f i c i a l .  However, 
a t  a g iven  t e t r a l i n  l e v e l  methylnaphthalene based s o l v e n t s . w i t h  h drogen 
show o n l y  a modest improvement over pyrene based s o l v e n t s  w i t h o u t  gydrogen. 
I n  marked c o n t r a s t  pyrene based so lvents  respond d r a m a t i c a l l y  t o  hydrogen 
pressure and a t  o n l y  30% t e t r a l i n ,  t h e  blended s o l v e n t  i s  almost as e f f e c t i v e  
as 100% t e t r a l i n .  

The same genera l  e f f e c t s  a r e  observed f o r  t h e  convers ion  o f  blonterey coa l ,  
F igure  2. 
t h e  conversion i n  2-methylnaphthalene shows approx imate ly  p r o p o r t i o n a l  
dependence on t e t r a l i n  c o n c e n t r a t i o n  whereas i n  the  pyrene- te t ra1  in -H 
system t h e r e  i s  aga in  a major inc rease i n  conversion w i t h  as l i t t l e  a% 15% 
t e t r a l i n .  

It has p r e v i o u s l y  been r e p o r t e d  t h a t  t h e  presence o f  mo lecu la r  hydrogen 
can increase coa l  c o n v e r s i o n  i n  so lvents  wh ich  have l o w  donor c a p a c i t y  (3) .  
The data presented here c o n f i r m  these f i n d i n g s  and a l so  demonstrate t h a t  
t h e  e f f e c t  o f  hydrogen gas i s  i cpendent  upon t h e  chemical s t r u c t u r e  o f  t h e  
o t h e r  compounds resent .  I n  p a r t i c u l a r ,  t h e  combinat ion o f  a polycondensed 
aromat ic (pyreney w i t h  a donor i n  the  presence o f  hydrogen behaves s y n e r g i s t i c a l l y  
w i th  r e s p e c t  t o  c o a l  convers ion .  

I n  t h i s  ins tance,  t h e  two l o w e r  curves a re  n o t  p a r a l l e l .  However, 

E f f e c t  o f  Hydrogen Pressure  

The i n f l u e n c e  of hydrogen pressure  on t h e  convers ion  o f  t h e  two c o a l s  i s  
shown as a f u n c t i o n  o f  donor c o n c e n t r a t i o n  i n  Figure  3. 
examined were 1000 and 1800 ps ig .  

There was n o  apparent e f f e c t  due t o  hydrogen pressure,  over t h i s  range, f o r  
t h e  conversion o f  B e l l e  A y r  coa l .  However, w i t h  Monterey coa l ,  t h e  e f f e c t  
o f  i n c r e a s i n g  p r e s s u r e  was t o  inc rease t h e  conversions i n  pure pyrene and t o  
some ex ten t ,  i n  p y r e n e - t e t r a l i n  m i x t u r e s  t o  t h a t  ob ta ined i n  pure t e t r a l i n .  
From the  s t a n d p o i n t  o f  max imiz ing  convers ion  o f  Monterey coal ,  a t  h igh  hydrogen 
Pressure, t h e r e  is  l i t t l e  b e n e f i t  t o  be d e r i v e d  from t h e  a d d i t i o n  o f  t e t r a l i n .  
T h i s  i s  n o t  t o  s t a t e  t h a t  t h e  q u a l i t y  o f  t h e  l i q u e f i e d  produc ts  i s  independent 
o f  donor c o n c e n t r a t i o n .  

The e f f e c t s  o f  hydrogen pressure  d u r i n g  coa l  convers ion  have been r e p o r t e d  
f o r  t he  Exxon EDS process  when o p e r a t i n g  i n  a mode where vacuum tower  bottoms 
were r e c y c l e d  (4).  
p r o p o r t i o n  o f  polycondensed aromat ics and compounds w i t h  s i m i l a r  chemis t ry .  
It was found t h a t  i n c r e a s i n g  t h e  hydrogen pressure  f rom 1500 t o  2500 p s i g  
gave improved convers ion  and improved s e l e c t i v i t y  t o  l i g h t e r  p roduc ts  f o r  a 
range o f  c o a l s  i n c l u d i n !  ones s i m i l a r  t o  those rP?nrted h e w .  

The d i f f e r e n t  responses o f  t h e  two c o a l s  s t u d i e d  here may be p a r t l y  a t t r i b u t a b l e  
t o  d i f f e r e n c e s  i n  t h e i r  r e s p e c t i v e  minera l  m a t t e r  composi t ions.  I t  has been 

The pressures 

Such a r e c y c l e  stream would be expected t o  c o n t a i n  a 



reported t h a t  the hydrogenatioii o f  pyrene Fs related t o  t l i e  coal py r i t i c  
iron content ( 2 )  which i s  much higher for  Lhe illonterey coal. 

Hydroqen Transfer 

I t  i s  coirmonly known t h a t  the 
hydrogen consumed in tile proce . IJndcr given reaction condit 
quantity of hydroqeii required i ndependeiit of solvent compos 
any given time, the majority of Iiydrogen i s  :upplied hy the hiost l ab i l e  
source. 

I t  may be assuined that ,  in the systems described, t e t r a l in  i s  the preferred 
hydrogen source. 
by t e t r a l in  dehydrogenation was calculated, correction being oiade fo r  isonieriza- 
t i o n  t o  niethylindsn. system, 
less hydrogen was made available by t e i r a l in  c!ehyd?ogenation thag in pure 
te-tral in for  a coiiip:rable conversion level.  
in the mixed solvents, i t  does n o t  appear t h a t  tl:e arliouni: of t e t r a l in  was a 
limiting fcc'ior since i t s  dehydrogenation t o  naphthalene was always l e s s  
than 40%. Supportifin this contention ea r l i e r  stud.ies (1)  have Sl iOWt i  t h a t  a 
variation of tetrali i i  concentration froiii 4 to 43 ~ / t %  in Nonterey coal conversion, 
resulted in siniilzr conversions b u t  with torr-sponding tetra1 in dehydrogenations 
of 86 t o  8% respectively. 

The relat ive effect  of the otiier solvent cociponent a n d  the ?as atniosphere on 
hydro(jen transfer from t c t r a l in  i s  siioiif i  i n  I-iqiire 4 f o r  bo th  coals 2 t  a 
selected level of  oiivcrsion. I n  these c i p l e s ,  the te t ra l i t i  conccnLration 
differs  since, as iiotwn o n  Figure 1 2 !le required coi?ceiitration to  a t ta in  
a particular conversion i s  dependent upon the other Systelil co%ponents. 
be secn t h a t  the  requircd donor capacity ,:or coil1 conversion i s  depelident 
upon the nature o f  the coal and o: the other co::?ponents pre.;cnt. 
cation i s  that  there i s  cnnsidcrabie potc-ntial for  economy in donor cnnsuniption 
by judicisus control o f  t l i l t  solvent coiiiposition. 

From the previous ~ o r k  with pyrene alone ( 2 )  i t  sccnis probable t h a t  the 
reduced hydrogen transfer from t e t r a l in  i s  due t o  p a r t  of tlie hydro9r.n deniand 
being met by the traiisrer of moleculdr hydrogen t o  the coal th rough  the 
forination of dihydropyrene. Such a rl chdnisrn i s  n o t  as wadi;: available 
with 2-methyltiapiitiialene as i t  i s  iiiore d i f f i cu l t  to.reduce with hydrogen. 
There was no evidence of the presence of 2-rnethyltetralIn in the reaction 
products where 2-methylnaphthalene was used as a solvent component. 

tent  of coal conversion i s  related t o  the 

For  each experiment, the m o u n t  of hydrogen made aviii lable 

I t  was found t l i a t  in the pyrene-tetralin-H 

Rt 1os:cr te t ra1 in concentrations 

I t  can 

The impli- 

Thermal Reaction of Pyreiie a n d  Tetralin _____ .__F_.___---- ___ 

Some experiiiients were conducted t o  investigate the reactions between pyrene, 
tetral!n and hydrogen gas in an attciiipt t o  elucidate reasons TI-,,. the observed 
zynerglsin. 
pyrene hydrogenation under the differcnt conditions studied. 

I t  can be seen that pyrene was thcrinal ly  hydrogenated by reaction with hydrogen 
g a s  and  under these conoTtions, i t s  conversion to  dihydropyret-ie was low ( 0 . 6 % ) .  
The extent of hydrogenation M ~ S  increased by tlic addition o f  i r o n  pyrites.  
These findings 2re consistent v4ii.h p cvious rcsul ts  relating conversion in 
pyrene t o  coal mineral matter catalysis ( 2 ) .  

The resul ts  are suiiiii!arized in Table 2 and show the extent o f  
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In an iner t  atmosphere, i n  the presence of t e t r a l i n ,  5.7% of the pyrene was 
hydrogenated. 
te t ra l in  can t ransfer  hydrogen t o  pyrene producing a substantial concentration 
of a more active donor. 
resulted in a s t i l l  greater degree of pyrene hydrogenation which was higher t h a n  
would be predicted from a purely additive effect .  

The foregoing resu l t s  suggest t h a t  there may be several different  mechanisms 
t o  effect  H-transfer i n  systems which contain donors and polyaromatic compounds. 
Some possible a l ternat ives  are  discussed below. 

Neglecting direct interaction of hydrogen gas with coal derived free radicals, 
there appear t o  be four possible routes f o r  H-transfer: 

1) Tetralin t R + Naphthalene + R-H 
2 )  Tetralin t Pyrene + Naphthalene + Dihydropyrene 
3)  Pyrene t H2 + Dihydropyrene 
4) Dihydropyrene i R '  + Pyrene t R-H 

Reaction 1)  i s  the conventionally regarded process of hydrogen transfer 
from a donor. 
promoted by molecular hydrogen. Reaction 3) can occur thermally and i s  
catalyzed by coal mineral matter. 
presumably proceeds a t  a fas te r  rate. 

In pure t e t r a l i n ,  reaction 1) prevails and in pure pyrene, reactions 3)  and 
4 )  take place. 
are possible and on t h i s  basis an explanation for the '?served synergism in 
conversion and for  the reduction in hydrogen transferred from te t ra l in  i s  
proposed. 

The combined effect  of reactions 2 )  and 3 )  i s  t o  generate a higher concentration 
of dihydropyrene than when 3)  alone i s  possible. 
ferred to te t ra l in  as the hydrogen donor since i t  has been shown that  depletion 
of donors i s  essent ia l ly  sequential (1). T h a t  i s ,  until the most active 
donor i s  reduced t o  a low level ,  there i s  l i t t l e  significant contribution 
from the next most l ab i le  hydrogen source. 

The ensuing increase in  di hydropyrene concentration due t o  H-transfer from a 
low concentration of t e t r a l i n ,  especially in the early stages of reaction, 
could account for the observed synergism. I n  addition, some of the net 
hydrogen demand will be met via reaction 3)  which will reduce the amount of 
hydrogen which otherwise would be predominantly supplied by the te t ra l in .  
I t  i s  anticipated tha t  economies in donor concentration and consumption 
observed in these model compound studies would be observed in a process such 
as EDS when operating w i t h  bottoms recycle. 

Th i s  explanation i s  tentat ive and there are  many other factors  which have 

dispersive properties of pyrene and te t ra l in  and the i r  mixtures. 
of these studies shows tha t  there are potential advantages to coal liquefaction 
through an improved understanding of solvent chemisxry which can lead t o  the 
selection and control of solvent composition. 
solvent recycle have already been observed in practice (4 ,  5 ,  6 )  and improve- 
ments such as those found in these model compound mixtures could significantly 
affect the viabi l i ty  of a coal liquefaction process. 

This resu l t  is particularly significant as  i t  establishes that 

The same experiment conducted under molecular hydrogen 

Reaction 2 ) ,  i t  has been shown, can take place thermally and i s  

Reaction 4 )  i s  parallel t o  reaction 1 )  and 

In  pyrene-tetralin mixtures under hydrogen, a l l  four reactions 

Dihydropyrene would be pre- 

n n t  heen Cgziclped, Bmr\n: w h i c h  ?re t h e  differences i n  sn l l lh i l i ty  and 
The outcome 

Some benefits of selected 
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SUMblARY -- 

Studies of coal conversion in mixtures of pyrene, 2-1ncthyl1iajjhtl:al cne ,ind 
te t ra l in  have shown that :  

1 )  Nixtures of pyrene and tetrGlin i n  the presence of Iiydrocjt?n gas have been 
found t o  be syneryistic in coal conversion. A t  t e t r a l in  concentrations 
as low as 15 b i t % ,  the convcrsion was a l w s t  as high as tliet in pure t e t r a l in .  

2 )  There i s  no similar synergistic effect  when 2-nreI;tiylnaphthalene i s  sub- 
s t i tuted for  pyrene. 
be one reason f o r  t h i s  different behavior. 

The ease of reduction of pyrene i s  corisidered t o  

3 )  Nith pyrene-tetra1 in mixtures in kydrogen, the hydrogen supplied by the 
donor a t  a given level of coal conversion i s  considerably reduced. 

4 )  Reactions between pyrene, tetra1 in and hydrogen gas iii the absence of 
coal showed that  pyrene can be hydrogei:t:teti by reaction with n:olect;lar 
hydrogen alone and by t e t r a l in  alone. 
hydrogen, t he  e x i e i i t  o f  pyrene hydrogeiiatlon i s  furtlicr enhanced. 

111 coriihination with Cctralin and 
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Eleriiental Analys is  ( r i1. f . )  

% C  
H 
0 
N 
S 
A s h  

S u i  p h u r  Forms 
P y r i t i c  

Su i  r,i!aLe 
Gr,;;nic 

Total 

'Table 1 

Properties o f  Coals ~ 

F c l l e  Ayr 

72.20 

5.65 
20.56 

1.19 

0.40 
4.50 

0.03 
0.03 
0.35 
0.41 

Mo n t e r ey 

75.18 
5.32 

12.78 

1.38 

4.34 
11.19 

0.68 
0.75 

2.97 
4.40 
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lable  2 

lhcriml Reac t ions  o f  Pyrene, Tei.r~rlin and Hyc!royen 

T ime Teiiip Pressui-e % Pyrene Conversion t o  
s o  1 v t I1 t lz-.A!ins! Log--.- ( P s i g  1 i)ih:/d,.ol?.Y!?S- 

92% Pyrenc/B% ti2 6n 400 1000 2.5 

Pyrene HE G O  400 1000 0.G 

Iron Pyrites 

50:!, Pyrenelletralin Ar. G O  400 1000 5 .7  

502 PyrenelTetralin t i2 60 400 1000 8.6 

91 



85 

80 

75 - 9 70 
3 $ 65 

I 60 
z 0 

W 
g! 55 

5 50 
V 

a-’ 45 

4 0  

35 

30 

--r- I 7- __ 

A Pyrene - H2 

0 2-Melhylnoplholene - H2 
0 Pyrene -Ar 

I I I 
20 40 60 80 

WT 96 TETAALIN IN SOLVENT 

Figure 1 .  Conversion o f  Bel le  Ayr Coal i n  Donor- 
Non-Donor Solvent Mixtures (4OO0C, 
1 hr ,  1000 p s i g )  
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Figure 2 .  Conversion o f  Monterey Coal i n  Donor- 
Non-Donor Solvent Mixtures ( 4 O O 0 C ,  
1 h r ,  1000 ps iq )  
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Figure  4. E f f e c t  o f  So lvent  and Gas Atmosphere on  Hydrogen Trans fer  
(400"C, 1 hr ,  1000 p s i g )  
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Evaluation of the Donor Ability of Coal Liquefaction Solvents 

Bradley C. Bockrath and Richard P. Noceti 

United S ta tes  Department of Energy 
Pittsburgh Energy Technology Center  

P. 0. Box 10940 
Pittsburgh, Pennsylvania 15236 

INTRODUCTION 

Hydrogen donor solvents a r e  used in most processes for the direct  liquefaction of coal. 
The overall performance of these solvents depends on several qualities, including. t h e  
abilities to physically solvate coa l  and i t s  liquefaction products, to hold coal particles in 
suspension, to assist transfer of hydrogen from t h e  gas phase to coal by dissolving molecular 
hydrogen or undergoing hydrogenation/dehydrogenation cycles (hydrogen shuttling), and to 
donate  hydrogen directly to coal. Unknown factors may also be involved. In addition, in t h e  
case of commercial application, the  solvents must be derived from coal and be  suitable for 
recycle operation as well. In order to fully understand t h e  function and importance of 
liquefaction solvents, the  influence of each property must be  studied separately. As a s tep  
towards this goal, we have developed a method by which t h e  relative hydrogen donor ability 
of liquefaction solvents may be evaluated. 

Our method of evaluation is based on a generally accepted hypothesis -of t h e  
mechanism of coal liquefaction tha t  has been used to rationalize the  kinetics of coal 
liquefaction (1,2) and has been discussed several t imes in recent reports (for example (3,4,5). 
According to this mechanism, t h e  initial a c t  is rupture of t h e  weaker covalent bonds in coal. 
This produces two f r e e  radicals in close proximity. These radicals may either abs t rac t  
hydrogen from any available source (donor solvent, coal or molecular hydrogen), undergo 
rearrangement, or add to some other site on either coal or solvent. Recbmbination or 
addition may lead t o  production of insoluble or char-like residues tha t  are d e a r l y  
undesirable. One critical function of t h e  donor solvent is to provide a source of hydrogen. 
Abstraction of hydrogen by coal-derived f r e e  radicals prevents retrogressive reactions t h a t  
lead to higher molecular weight products, and i t  directs more coal along the desired 
pathways t o  lower molecular weight products. Thus, donors with high potential for hydrogen 
transfer a re  regarded as beneficial to increased liquefaction yields. 

Our approach to evaluation of t h e  donor property was t o  devise a test tha t  embodies 
t h e  main features of the  f ree  radical mechanism of coal liquefaction. The basic idea is 
shown in Figure 1. Benzyl radicals a r e  generated by t h e  thermolysis of '  a convienent 
precursor a t  relatively low temperatures. These radicals then behave like t h e  free radicals 
generated by the  thermolysis of coal at liquefaction temperatures. When benzyl radicals a r e  
generated in a donor solvent, t h e  relafive amounts of toluene and bibenzyl produced reflect  
the relative ability of t h e  solvent t o  donate hydrogen and t o  prevent reco'mbination. A 
variable amount of benzyl radical is also lost, which presumably represents that amount 
which adds to or combines with the  solvent. 

As precursors to benzyl radical, we have used both dibenzyldiazene and 
dibenzylmercury. Both decompose at convenient rates a t  moderate  temperatures (130- 

 ne initiaiiy ioriiiod reacihi pi~&c;z .j;c:c f-.;-c' :c bz st-t.!: zt fhege  
relatively low temperatures. Thus their  yields, determined a f t e r  decomposition of t h e  
precursor, represent the  actual quantities of products formed as a result of the primary 
reactions. 

Other methods have been used in the past to provide a "solvent quality index." 
Notably, measurement of liquefaction yields produced under specified conditions and with a 
specified coal has been used to provide a direct  empirical evaluation of solvent quality (8,9). 

iiuncj -. 
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Various spectroscopic methods have also been used to  es t imate  the relative amount of 
benzylic or hydroaromatic hydrogen available for transfer (10,11,l2). These methods serve  
their intended purposes well. In the  present work, we airn a t  developing a bet ter  
understanding of the chemistry of liquefaction and the overall performance of liquefaction 
solvents by isolating t h e  hydrogen donor ability and free radical scavenger ability for study. 

RESULTS AND DISCUSSION 

Since many of the  cornpounds to  be tested as rnodel hydrogen donors a r e  solids a t  room 
temperature, i t  was worthwhile to use an inert liquid as a diluent. Tert-butylbenzene served 
this purpose well. I t  possesses only relatively inert aromatic and primary aliphatic hydrogen 
and sufficient solvent power t o  dissolve most of the  donor solvents to be tes ted.  
Decomposition of either benzyl radical precursor in lert-butylbenzene solution produced 
only srnall yields of toluene. 

Material balance studies showed tha t  not all of the  benzyl rzdical present in t h e  
precursor was recovered as either toluene or bibenzyl. A sizeable fraction is apparently 
rernoved by side reactions with the solvent. In pure t-butylbenzene, this accounted for 24% 
of the  benzyl radical, while in a 50/50 wt mixture of t-butylbenzene and tetralin, it 
accounted for 32%. In the gas chromatograms of the decornposition products, new peaks 
appeared which were due to high boiling compounds. In the  case of runs done in t h e  
presence of tetralin, GC/MS analyses indicated that  three of these peaks had the cor rec t  
molecular weights for benzyltetralins, benzylnaphihalene and bitetralyl. These products 
must arise from radical combination and addition reactions. 

The appearance of solvent combination and addition products is in accord with some 
recently reporteq results from other groups. Collins e t .  al. (13) reported that a f te r  they 
heated coal with 4C labeled tetralin a t  400’ C for I hour, the  pyridine solubles were 1.6 1 t. 
percent tetralin and the  residue 2.6 wt. percent tetralin. In p o t h e r  experirnent (13), “C 
labeled 1,3 - dipheriylpropane was heated with tetraliri a t  400 C for 1 hour. Toluene and 
ethylbenzene were major products. In addition, methylnaphthalenes, mcthyldihy- 
dronap!ithalenes, phenylethyltetralins, and phenylcthylnaphthalenes were found. A 
mechanism was proposed that  involved cornbination of phenylethyl with tetralyl radical, 
followed by further thermolysis t o  produce methyl substituted .tetralins and: naphthalenes. 
Thus a t  higher temperatures, radical addition t o  solvent m a y  he followed by subsccluen t 
theinolysis of t h e  newly formed bridge. Evidence for the addition and subsequent 
dissociation of benzyl radical with tetrafin at temperatures of 400-450°C has also been 
reported by workers at Gulf (14). Another piece of evidence showing the  importance of 
addition reactions is  t h e  report (15) tha t  -negative solvent balances were found during 
preheater studies. These findings were interpreted to  mean that  during the initial phase of 
liquefaction (300’ - 4OO0C), coal-derived solvent became bound to t h e  coal so tightly t h a t  i t  
could not be  Jreed by either distillation or solvent extraction. Subsequent reaction a f te r  
reaching 450 C changed the  solvent balance to  positive. Processes analogous to t h e  
addition/dissociation reactions described by Collins rnay e involved. 

1 inode o i  x t i o n  o: tion#>: 
solvenr is tha t  of f ree  radical scavenger by coinbination and addition reactions. 
Accordingly, three indices were devised to cornpare dorior solvents; the donor, t h e  
scavenger, and the combined index. 

P 
i lx this ci.itlrncc t s$c t l i s ,  i t  is 2.1) 

To1 ucnc 
2 Precursor I h n o r  1 lid-x = 

2 I’rcccirsor - (Tolucnc + 2 13Llxiizyl) -..____ 
2 I’rccurwr Scavcngcr Indcx = 

‘I’hcsc inrli ccs  arc  based on lilolc ratios. 
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Since the  combined index is merely the  sum of the  other two, we really have two 
independent measures of two different solvent qualities. The donor index may be  taken as 
t h e  relative amount of benzyl radical which abstracts hydrogen, and the  scavenger index as 
t h e  relative amount of benzyl radical which adds in some manner to the solvent. The 
scavenger index is determined by difference, being that fraction of benzyl which does not 
appear as toluene o r  bibenzyl. 

Initial experiments were carried out with dibenzyldiazene and a series of model donor 
compounds. Although we were ab le  to obtain satisfactory da ta  with dibenzyldiazene, we 
have come to prefer using dibenzylmercury because i t  is far more stable in storage. We 
have found tha t  dibenzyldiazene decomposes spontaneously over t h e  course of several days 
by various pathways. This instability made i t  necessary to prepare the  diazene immediately 
before use and t o  assay its purity by determination of the amount of nitrogen evolved upon 
decomposition of a known weight of crude material. By contrast, dibenzylmercury may be 
stored without significant decomposition for months. Thus with dibenzylmercury, t h e  
amount of benzyl added to each reaction mixture could be carefully controlled and was 
usually held constant at 0.87 wt. percent, based on the  hydrocarbon portion of the  precursor. 

The three solvent indices were determined for the decomposition of dibenzylmercury 
for several solvent mixtures made from different amounts of tetralin .in t-butylbenzene. 
The data contained in Figure 2 show tha t  t h e  donor index increases with increasing tetralin 
concentration. Also shown in this figure a r e  data taken from reference (16) .for conversign 
of a bituminous coal t o  pyridine soluble material a f te r  reaction for three minutes a t  427 F 
in mixtures of tetralin with methylnaphthalene, cresol, and picoline. Conversion as well as 
the  donor index goes up as t h e  tetralin concentration in t h e  solvent increases. This 
comparison is made only t o  point out t h e  qualitative similarity between the  t w o  results since 
we assume that both coal conversion and toluene yield a r e  related t o  t h e  relative hydrogen 
donor ability of t h e  solvent. In both cases the  greatest increase in conversion or toluene 
yield comes at relatively low tetralin concentration. 

.The series of model compounds in Table 1 were evaluated using dibenzyldiazene as t h e  
source of benzyl radical. percent in t- 
butylbenzene. These data show t h a t  the  donor ability as measured by this method is indeed 
variable. The relative order of donor ability of the  hydrocarbons is most13 as 'expected. 
Both hydroaromatic compounds-tetralin and 9,lO - dihydrophenanthrene--are distinctly 
better than either t-butylbenzene or I-methylnaphthalene. Indan has the  highest donor index 
of t h e  hydrocarbons in' Table 1. This is noteworthy in view of t h e  prejudice often voiced 
against indanyl structures. Rearrangement of hydroaromatic compounds in recycle solvents 
to indanyl structures is of ten  said to be  detrimental. However, indan seems to be a good 
rather than poor donor, although i t s  capacity to shuttle hydrogen by dehydrogenation cycles 
is still open t o  question. 

In t h e  first case, t h e  donors in Table .I  have been compared at equivalent weight 
percent concentrations. This relates more directly t o  their use in practice and is more 
convenient when making comparisons among actual coal-derived solvents. However, if t h e  
assumption is made tha t  essentially all hydrogen donated comes from benzylic sites, t h e  
donor index may b e  expressed on t h e  basis of the molal concentration of benzylic hydrogen. 
The molal donor indices shown in Table 1 should relate more directly to the reactivity of 
individual benzylic hydrogens than does the  simple donor index. In this comparison, benzyli 
hyrogen on indan is ranked between those on dihydroplienanthrene and te t rd in .  d 
important factor contributing to indan's superior rank measured on a weigh't basis is t h a t  

The heteroatomic substituted compounds in Table 1 a r e  also found to be relatively good 
donors, with the  exception of tetrahydroquinoline. A striking aspect  of this data is tha t  t h e  
heteroatomic compounds all have relatively high scavenger indices. Their combined indices 
a re  therefore distinctly higher than any'of the  hydrocarbon species. Said another way, the  

In each case the  donor was diluted t o  50 wt. 

benzyiic hydro(;eiI ac~uu i i i s  LuI o reiaiivriy iagci- i i h ~ i i ~ i i  d its iv+nt. 
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Yields of t h e  product of recombination, bibenzyl, a r e  found to be smaller in t h e  presence Of 
these heteroatomic compounds than in the hydrocarbons. Tetrahydroquinoline has been 
reported to be  a superior solvent for coal liquefaction (17,IS). Also, esr experiements have 
shown tha t  the  concentration of f ree  radicals in mixtures of coal and solvent a f te r  
t reatment  at liquefaction conditions was roughly a factor of six smaller t h e  case Of 
tetrahydoquinoline (or tetralin) than naphthalene (19). Tetrahydroquinoline's Superior quality 
has been attributed to a unique combination of readily donatable hydrogen with a heightened 
ability to solvate coal and i ts  liquefaction products due to the  presence of both aromatic  and 
Polar functionality. In view of i ts  high scavenger index, an additional reason f o r  t h e  superior 
liquefaction performance of tetrahydroquinoline may be i t s  ability to add to or combine with 
f ree  radicals initially produced by the  thermolytic reactions of coal. 

Table 2 contains the  donor indices obtained for several coal-derived liquefaction 
Solvents selected to provide a range of quality from poor to satisfactory. In all  of these 
cases, t h e  scavenger index could not be obtained because the bibenzyl peak was buried 
within t h e  broad envelope of unresolved peaks usually associated with gas chromatograms of 
coal-derived liquids. All of the  donor indices in Table 2 were obtained using 
dibenzylmercury as t h e  source of benzyl radical. Note that in this case the  donor index for  
tetralin is somewhat different than tha t  in Table 1. W e  attribute this to the  change in 
precursor from diazene to mercurial. The precision of both determinations is about t h e  
same. 

Anthracene oil, cresote oil, and Panasol a r e  generally considered poor performers in 
coal liquefaction. They also have t h e  lowest donor indices in Table 2. Panasol is not a coal- 
derived liquid, but i t  is largely made up of mono-, di-, and ai-methyl-naphthalenes, which 
a r e  frequently also major components in coal-derived liquids. Its donor index is essentially 
the same as tha t  found for methylnaphthalene. By comparison, the  index determined for a 
distillate cut from a SRC-I1 recycle solvent is higher, although not as high as tha t  for 
tetralin. 

Comparison of the  donor indices with other available quality cri teria is made with two 
sets of solvents. The DCD series a r e  recycle solvents derived from Blacksville coal under 
different processing conditions in the  1000 Ib/day liquefaction unit a t  PETC. ~ The values of 
IK were derived as recommended (IO) from the  ratio of absorbances at 3040 and 2930 cm- 
due to aromatic and aliphatic hydrogen, respectively. Higher ratios reflect a greater degree 
of hydrogenation or relative aliphatic hydrogen content. In this comparison, there is a 
qualitative agreement between t h e  two methods. That is, t h e  donor index increases with the 
degree of hydrogenation of the  recycle solvent. 

The second set of solvents-F2, Fl4, and FlC--provide a comparison of liquefaction 
yield versus donor index. In this csse, liquefdction yield refers to benzene soluble yield from 
Wyodak coal a f te r  heating to 440 C and immediately cooling in a t w o  liter autoclave uJder 
hydrogen pressure (2000 psi, cold) at a 2/1 solvent-to-coal ratio (20). FZ-HV is t h e  500 F + 
distillation residue from a lightly hydrogenated recycle oil made in the  Wilsonville SRC pilot 
plant from Wyodak coal. F-14 is a lightly hydrogenated recycle oil made in t h e  Tacoma SRC 
pilot plant from Kentucky coal. F-16 is a coal gasification tar from an in situ gasification 
project near Manna, Wyoming. These three solvents were selected because the  liquefaction 
yields clearly distinguish t h e  order F14> F2>F16. The donor indices a re  in the same order. 
However, the  reported IR values (20) a r e  not in this order. The relatively high IR values and 
results from other methods of characterization (20) indicate that all of these solvents, F16 
in particular, a r e  highly hydrogenated. In this case, the optimum hydrogen content may be  
closer to tha t  of Fi4. Hydrogenation of solvents beyond certain limits has been shown t o  be  
detrimental because aliphatic structures begin to replace hydroaromatic structures (16,20). 

'Taken together, these data indicate tha t  there is good qualitative agreement between 
liquefaction performance and the donor index. The ability of solvents to donate hydrogen to 
a free benzyl radical is an indication of how well they may donate to a typical f r e e  radical 
s i te  formed on coal during liquefaction. We a r e  now developing refined methods designed to 
yield more quantitative comparisons among hydrogen donor solvents. 
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EXPERIMENTAL 

-___ MATERIALS: Al l  compounds tha t  were purchased were reagent grade or  equivalent and 
were used as received except as noted. Tetrahydronaphthalene (Tetralin, Fisher) was 
trickled through a dry-packed column of act ivated alumina irnmediately before use and 
stored under argon. This t reatment  removed and prevented reformation of tetralin 
hydroperoxide and tetralone, which had been found t o  be present in all tetralin samples 
received. Dibenzylmercury (ALFA) was recrystallized once from absolute ethanol (m.p. 109- 
l l O o  uncorr) and vacuum dried before use. 

METHODS: Bis (phenylmethyl) diazene was prepared according t o  esiablished procedures by 
the oxidation of N,N'-dibenzylhydyazine with freshly preparcd mercuric oxide. (21,22). The 
diazene decornposes in  a i r  a t  room temperature but could be stored over a period of weeks 
at -lO°C under argon. This was done by 
measuring the  nitrogen evolution on thermolysis in t-butylbenzcne a t  17OoC. A mercury 
filled gas buret and leveling bulb proved satisfactory and gave a precision of about 2?6 
absolute. Benzyl radicals were generatcd by thermolysis of either diben7.ylrnercury (7) or bis 
(phenylrnethyl) diazene in a reaction vessel at selected temperatures between 130 and 210°C. 
The radical precursor was present a t  concentrations of 1-2 wt.% in various rnixtures of donor 
solvents and t-butylbenzene. Each vessel was assembled from a 1/2" 31655 swagelock union 
and two end plugs and had a capacity of about 2 mL. The vessels were sealed af ter  loading 
atid maintained at temperatu:e in a convection oven for 12-16 hours t o  ensure complete 
decomposition of t h e  radical precursors. Product analyses were carried out on a iiP5830 gas 
chromatograph with a s ix  foot carbowax 20M (10% on chromosorb \V) column, using internal 
standards. Each sample was analyzed in duplicate. Several unknown peaks were identified 
on a DuPont 21-490 M S  af te r  separation by an at tached Varian 3700 G.C. 

It was necessary to assay i t  before each use. 
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TABLE 1. SOLVENT INDICES OF MODEL HYDROGEN DONOR SOLVENTSt 

COH POU x ns - DONOR SCAVENGER ___ CONBINEU _____ DOSOR/ d - C H * *  ~- 

0.09 0.24 0.33  

0.27 0.32 

0.31 0.23 

0.35 

0 .13  

0.30 

0.45 

0.18 0.62 

0.59 

0.53 

0.0178 

0.0279 

0.65 

0.58 

0.0207 

0.0123 

0.81 

0.32 0.46 0.78 

H 

0.28 0.56 0.84 

cy"' 0 . 10 (1 . l i l  0.51 
1 , o - t - V  

*Dctcrmincd by dccomposition of dihcnzyldiazcnc in so lvcnt  mis turcs  Composed of  
0 .02, bascd 50/SO wt/wt of t-but.ylbcnzcnc and donor .  

on t r i p l i c a t e  dc tc rmina t ions  f o r  tc t r7 , l in .  
listiniatcd p r c c i s i o n  i s  

**Donor indcx  divided by molal conccnt ra t ion  o f  bcnzyl i c  hydmgci i .  
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TABLE 2 .  DONOR INDICES OF COAL-DERIVED LIQUEFACTION SOLVENTS 
- 

s o L V E N r  DONOR INDEX* IR LIQULFACTION YIELD** 

T e t r a l i n  0 .41 

- 

Anthracene O i l  0.71 

Creosote O i l  0.  17 

Panasol 0.14 

SRC- I 1  D i s t i l  l a t e  0.31 

DCD 1 2 / 1  0 .24  

DCD 12/26 

DCD 13/5 

F2-H\’ 

F14 

F16 

0.28 

0 .24  

0.32 

2 . 2  

2 . 7  

2 . 0  

9 . 2 * *  83.6 

0.45 G.1** 93.6  

0 . 2 9  12.7** 63.2 

*Obtained u s i n g  dibenzylmercury i n  50 wt. p e r  cent  so lu t j . ons  wi.th 1 - l~uty lbenzene .  
Prec is ion  ( 2  q e s t i m a t e d  a s  f 0 . 0 3  based on s i x  r e p l i c a t e s .  

**Values taken from Reference 2 0 .  
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RADICAL PATHWAYS OF COAL DISSOLUTION IN D O N O R  MEDIA DURING 
REACTIONS OF COALS AN0 'SPECIFICALLY DEUTERATED TETRALIN* 

James A. Franz and Donald M .  Cameioni 

B a t t e l l e ,  Pac i f i c  Northwest Laboratory 
B a t t e l l e  Boulevard, Richland, Washington 90352 

I NTROOUCT I O N  

Recent s tud ie s  u t i l i z i n g  deuterium l a b e l l i n g  t o  t r a c e  the  pathways of 
hydrogen t r a n s p o r t  between donor so lven t ,  c o a l ,  and model compounds i n  the  
l abora to r i e s  of Professor  Leon Stock (Univ. of Chicago), Ors. L .  A.  Heredy, 
R .  P .  Skowronski and 3 .  J .  Ratto (Rockwell In t e rna t iona l )  and i n  our own l ab -  
o ra to ry  promise t o  provide a de t a i l ed  understanding of mechanistic pathways 
opera t ing  a t  the molecular leve l  dur ing  coal d i s so lu t ion  i n  donor media. 
Deuterium scrambling in donor so lvents  c o n s t i t u t e s  a s e n s i t i v e  proby 9f  the 
s t r u c t u r a l  f e a t u r e s  of coal and mineral matter.  In previous papers ' we 
presented d e t a i l e d  information concerning the time dependence of t he  s t r u c t u r a l  
d i s t r i b u t i o n  of deuterium t r ans fe r r ed  t o  3 subbituminous coal a t  427°C i n  
t e t r a l i n - 1 , l - d  
temperature r egc t ions  of s p e c i f i c  r ad ica l s  i n  the  t e t r a l i n  and a lkyl indan  
systems we presented evidence t h a t  2 - t e t r a l y l  a s  well as  1 - t e t r a l y l  r ad ica l  i s  
formed during the  oxida t ion  of t e t r a l i n  t o  naphthalene.  
intermediacy of 2 - t e t r a l y l  was the  observa t ion  of scrambling of deuterium from 
the  1- t o  t h e  2-pos i t ion  o f  t e t r a l i n  dur ing  r eac t ion  with coa l .  In  t h i s  paper 
we present  a s tudy  o f  t he  scrambling and deple t ion  of deuterium i n  r eac t ions  
of a bituminous and a subbituminous coal w i t h  t e t r a l i n - 1 , l - d  . Radical and 
ion ic  pathways respons ib le  f o r  major d i f f e rences  i n  sc rambl i ig  r a t e s  f o r  the 
two coa l s  a r e  d iscussed .  

In a pre l iminary  r epor t  o f  our recent  s t u d i e s  of h i g h  

The evidence f o r  t h e  

EXPERIMENTAL 

Mater ia l s  

Two coa l s  were used i n  t h i s  s tudy:  I l l i n o i s  86 (Monterey) bituminous coal 
(C, 76.8%, H ,  4.8%, 5, 3.2%, N, 1.61% dry maf bas i s ,  4.8% ash )  and Kaiparowitz 
subbituminous coal (C, 77.3%, H, 1.2%; S ,  0.8%; N ,  1.2% dry  maf b a s i s ,  8?5% 
ash ) .  The coa l s  were ground t o  -300 U.S. mesh and d r i ed  a t  80°C and 10- 
Torr.  

*This work was supported by the  U.S. Department of Energy, Processes and 
Techniques Branch, Division of Chemical Sciences,  Off ice  of Basic Energy 
Sc iences ,  under con t r ac t  DE-AC06-76RLO-1830, w i t h  B a t t e l l e  Memorial I n s t i t u t e .  
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Tet ra l in -1 , l -d  was prepared as descr ibed  previous ly2  except t h a t  t he  
byproduct dihydronaGhtha1 ene was removed by t rea tment  of the  mixture of 
t e t r a l i n - 1 , l - d  
naphthalene foflowed by d i s t i l l a t i o n  o f  the  lower bo i l ing  t e t r a l i n .  

Procedure f o r  t h e  Reactions of Coals and Tetra1 in-1 , l -d2  

capped type 316 s t a i n l e s s  s t e e l  tube.  
ba th  maintained a t  a s u i t a b l y  h igher  temperature such t h a t  the  bath would 
a t t a i n  the des i r ed  temperature (427 f 5°C) wi th in  approximately one minute. 
The tube was withdrawn a f t e r  the des i r ed  r eac t ion  time, quenched i n  water ,  and 
worked up a s  fo l lows:  The contents  of t he  tube were washed i n t o  a beaker w i t h  
t e t rahydrofuran  (THF), ca .  75 ml. The THF so lu t ion  and f i n e s  were cent r i fuged  
f o r  several  minutes.  TG THF so lu t ion  was decanted and the  f ines  washed and 
cent r i fuged  two more t imes t o  remove so lub le  ma te r i a l .  
were combined and concent ra ted  t o  s. 2 ml and added t o  250 ml of pentane above 
a 0.45 um Mi l l i po re  f i l t e r .  
and were c o l l e c t e d  on the  f i l t e r  and washed w i t h  t h ree  por t ions  o f  pentane. 
Small por t ions  o f  the pentane s o l u t i o n s  were saved f o r  gc ana lys i s  t o  determine 
methylindane, t e t r a l i n ,  and naphthalene y i e lds .  The pentane so lu t ions  were 
concentrated t o  an o i l  i n  a small f l a s k  which was a t tached  t o  a sho r t  path 
vacuum d i s t i l l a t i o n  appara tus  and t e f r a l i n ,  naphthalene and methylindane 
_ _  et  a l .  were removed a t  150°C and 10 Torr ,  l eav ing  the  l i g h t  o i l s  behind. 
The t e t r a l in /naph tha lene  mixture  was separa ted  i n t o  i t s  components by prepara t ive  
gc o r  by p repa ra t ive  l i q u i d  chromatography. 

and dihydronaphthalene w i t h  s u f f i c i e n t  Br2 t o  consume dihydro- 

Coal (0.759) and T e t r a l i n  (1.59) were loaded in  a 3 i n  x 3/8 in  Swagelok- 
The tube was plunged i n  a molten lead 

The THF so lu t ions  

The preasphal tenes  and asphal tenes  p rec ip i t a t ed  

Deuterium Analysis 

I so l a t ed  t e t r a l i n  and naphthalene were f i r s t  examined by proton-decoupled 
'H Fourier t ransform nuc lea r  magnetic resonance (FTNMR) spectroscopy (12.211 i1Hz) 
using a Varian model FT-80 instrumTnt. 
w i t h  toluene-d and reexamined by H FTNMR. The to luene  methyl resonance l i e s  
conveniently r k o l v e d  between t h e  two a l i p h a t i c  resonances of t e t r a 1  i n .  
toluene-d / t e t r a l i n  r a t i o  as determined by gas chromatography (gc)  was used 
i n  conjunption w i t h  t h e  toluene-d / t e t r a l i n  FTNMR in t eg ra l  r a t i o s  t o  c a l c u l a t e  
the to t a l  i so tope  l eve l  i n  the regovered t e t r a l i n .  
and naphthalene were a l s o  examined by gc/mass spectrometry t o  determine the  
d i s t r i b u t i o n  o f  l abe led  spec ie s .  

The t e t r a l i n  samples were then spiked 

The 

The  recovered t e t r a l i n  

RESULTS AND DISCUSSION 

The d i s t r i b u t i o n s  of deuterium l abe l  i n  t h e  recovered t e t r a l i n  and 
naphthalene a r e  shown i n  Table 1 .  For Kaiparowitz c o a l ,  deuterium i n  t h e  
1-pos i t ion  of t e t r a l i n  decreases  from 100% t o  781 a f t e r  60 minutes '  r eac t ion .  
For I l l i n o i s  No. 6,  the deuterium content  f a l l s  from 100% t o  39% a f t e r  60 

the 60 m i n u t e  r e a c t i o n  o f  Kaiparowitz. Incorporation of deuterium i n  t h e  
2-pos i t ion  of t e t r a l i n  t o  the  ex ten t  of 11% occurs i n  5 minutes w i t h  I l l i n o i s  
No. 6 but requi red  60 minutes w i t h  Kaiparowitz. 
bution of deuterium would lead t o  33% labe l  i n  each o f  t h e  aromatic 1-  and 

r?i!?utoc, 2-6 the A-rcc " - Y  zf .Cr.mh!iy ;s :r:.tor .ftor e.!:. 5 r?.i.!Jtes the? 

A completely random d i s t r i -  
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2-pos i t ions .  The Kaiparowitz r eac t ion  was well sho r t  of complete scrambling 
a t  60 minutes, but t he  I l l i n o i s  No. 6 approaches complete scrambling a t  35 
minutes. 

The exchange of deuterium between coal and  t e t r a l i n  occurs in  both 
cases .  Table 2 shows t h a t  about 25% of the label  i s  l o s t  from t e t r a l i n  for 
e i t h e r  coal in  60 minutes. The r a t e  of l abe l  l o s s  appears s l i g h t l y  f a s t e r  
f o r  I l l i n o i s  No. 6 in  the s h o r t e r  reac t ion  t imes.  The t o t a l  hydrogen uptake 
by the t w o  coa l s ,  as measured by the conversion of t e t r a l i n  t o  naphthalene,  
i s  i den t i ca l  f o r  the two coa ls  a t  10 minutes '  o r  l e s s  reac t ion  time (Table 3 ) .  
The I l l i n o i s  No. 6 coal consumes s l i g h t l y  more hydrogen a t  long reac t ion  
t imes.  T h i s  method i s  in  e r r o r  probably by about 3-5% of naphthalene y i e l d  
s ince  some t e t r a l i n  becomes chemically bonded t o  f r ac t ions  of the c o a l .  I t  
i s  f u r t h e r  noted t h a t  the y i e l d s  of 1-methylindan a r e  only s l i g h t l y  g r e a t e r  
a t  longer r eac t ion  times f o r  I l l i n o i s  No. 6. 

a t  sho r t  reac t ion  times i s  s imi l a r  f o r  the two coa ls  and  t h a t  b o t h  coa ls  
undergo label  excbange with the coa l ,  reminiscent of the r e s u l t s  of Skowronski, 
Heredy a n d  Ra t to .  The dramatic increase  in  scrambling r a t e s  induced by 
I l l i n o i s  No. 6 coal a t  equa l 'degrees  of ox ida t ion  of the t e t r a l i n  almost 
c e r t a i n l y  ind ica t e s  a d i f f e r e n t  scrambling mechanism t h a n  t h a t  occuring with 
Kaiparowitz Coal. 

I n  the conventional p i c tu re  of coal d i s s o l u t i o n ,  unimolecular cleavage 
of weaker C-C,  C-S and C-0 bonds in  the coal leads t o  f r ee  r ad ica l s  ( eq .  1 )  
which a b s t r a c t  hydrogen from the coal or donor so lven t ,  or undergo d ispro-  
po r t iona t ion ,  combination, fragmentation and addi t ion  r eac t ions ,  a n d  p a r t i c -  
i pa t e  in  chain decompositions of hydrocarbons. 

I t  i s  c l e a r  from these  r e s u l t s  t h a t  t he  degree of oxidation of t e t r a l i n  

COAL- 2 R c '  ( 1 )  

Ignoring the pa r t i c ipa t ion  of phenolic o r  s u l f u r  groups in  the  coal 
-Tor t h e  moment, the formation of 2 - t e t r a l y l  and i t s  subsequent reac t ion  with 
t h e  so lvent  keq. 2 )  wil l  lead t o  deuterium label  in the 2 -pos i t i on .  Ne have 
demonstrated 
indanylmethyl r ad ica l s  t h a t  the 1-methylindan observed in  the  r eac t ions  of 

in  a study of high temperature reac t ions  of t e t r a l y l  and 
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c o a l  and t e t r a l i n  i s  a p roduc t  o f  t he  reverse 1,2-ary l  m i g r a t i o n  o f  2 - t e t r a l y l  
r a d i c a l  (eq. 3 ) .  

5 
T h i s  r e a c t i o n  i s  endothermic w i t h  an a c t i v a t i o n  b a r r i e r  o f  22+2 kcal /mole.  
The presence o f  1-methy l indan i n  coa l  r e a c t i o n s  i n d i c a t e s  t h a t  coal  de r i ved  
r a d i c a l s  3 r e  s u f f i c i e n t l y  n o n - s e l e c t i v e  t o  produce 2- as w e l l  as 1 - t e t r a l y l  
r a d i c a l s .  A second pathway of scrambl ing i s  t h e  reve rse  o f  eq. 2. Reaction 
( 2 f )  proceeds w i t h  AG=O.l kca l /mole and AH=-16.1 kcal /mole a t  427"C, from 
thermoche i c a l  es t ima tes  o f  thermodynamic p r o p e r t i e s  o f  1- and 2 - t e t r a l y l  
rad i ca l s . '  Thus, a l t h o u g h  the  r e a c t i o n  i s  slow, equal concen t ra t i ons  of 1- 
and 2 - t e t r a l y l  r a d i c a l  would e x i s t  a t  e q u i l i b r i u m  a t  427°C. The d i r e c t  
un imo lecu la r  i n t e r c o n v e r s i o n  o f  1 - t e t r a l y l  and 2 - t e t r a l y l  r a d i c a l s  i s  p r e d i c t e d  
not t o  occu r  due t o 7 t h e  n e t  an t i bond ing  c o n f i g u r a t i o n  of the 1,2-hydrogen atom 
s h i f t  i n te rmed ia te .  O f  course, 1,2-hydrogen s h i f t s  and a l k y l  s h i f t s  i n  
c a r b o n i u t  i ons  proceed through a n e t  bonding i n t e r m e d i a t e  and occur ve ry  
r a p i d l y .  

Thus, c o n s t i t u e n t s  o f  t h e  coa l  which cou ld  conver t  r a d i c a l s  (which undergo 
r e l a t i v e l y  i n e f f i c i e n t  b i m o l e c u l a r  i n t e r c o n v e r s i o n )  t o  carbonium ions  (which 
undergo v e r y  r a p i d  u n i m o l e c u l a r  rearrangements), would cause s i g n i f i c a n t  
enhancements i n  scrambl ing r a t e s .  A l i k e l y  cand ida te  f o r  the convers ion o f  
r a d i c a l s  t o  carbonium i o n s  i s t h e  p y r i t e  i n  I l l i n o i s  No. 6 c o a l .  
NO. 6 con ta ins  about  3% s u l f u r ,  t w o - t h i r d s  o f  which i s  assoc ia ted  w i t h  i r o n .  
BY c o p - a s t ,  t h e  l o w - s u l f u r  Ka ipa row i t z  con ta ins  o n l y  40 ppm o f  i r o n .  
o f  Fe 

I l l i n o i s  

Reaction 
w i t h  s o l v e n t  r a d i c a l s  may l e a d  t o  the corresponding carbonium ions 

which would r a p i d l y  e q u i l i b r a t e  t h e  1- and 2-hydrogens of t e t r a l i n .  
w i t h  t h i s  view, Bock ra th  has observed an enhgnced r a t e  of i s o m e r i z a t i o n  of 
t e t r a l i n  t o  1-methy l indan wi th added p y r i t e .  
C l l Y C  y , *  I L L  . - ' U C Y ' J L C - '  _I" , . - I ,  ~ I.," ,11-, .-" ..-.,, --.. J - . "  ,-.. - s!?d hyrlrnnpn 
t r a n s f e r ,  though p y r i t e  i s  by no means the  o n l y  a c t i v e  c a t a l y t i c  agent."" 
Thp3form o f  i r o n  i s  n o t  s p e c i f i e d  i n  q. 4. 
Fe 
i d e n t i f y  t h e  s t r u c t u r e  and mechanisms o f  the i r o n  s u l f i d e  p a r t i c i p a t i o n  i n  

Consis tent  

Whi tehurst ,  et e, have observed 
+ L - +  - s r r r i + -  r - t - l - . - - r  r m l - . n - +  i r n m n r i - a t i n n  , ioh%,, i rnnon>tinn 

The o x i d a t i o n  o f  r a d i c a l s  by 
i n  aqueous media i s  w e l l  known." However, more work i s  needed t o  
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nonpolar donor media. 
i d e n t i f y  the  s t r u c t u r a l  f ea tu re s  o f  coals  which enhance hydrogen s h u t t l i n g .  

Further work i s  underway in  t h i s  labora tory  t o  
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TABLE 1 .  

I 

DEUTERIUM LABEL DISTRIBUTIONS IN RECOVERED TETRALIN A N D  NAPHTHALENE 

b Coal Reaction Time Tetra1 i n s  NaDhthal ene- 

- -  -- I l l i n o i s  No. 6 0 0 100 0 
2.5 5.6 91.8 2 .5  91.3 8 . 7  
5.0 30.0 55.2 0.8 78.3 21.7 

10.0 29.9 51.7 18.4 74.6 25.4 
35.0 35.7 39.3 25.0 54.8 45.2 
60.0 36.6 38.8 24.6 59.1 40.8 

-- -- Kaiparowi t z  0 0 100 0 
10 2.5 95.4 2.1 45.1 4.9 
35 4.2 90.2 5.6 92.0 8.0 
60 10.9 78.2 10.9 87.5 12.5 

a - %  of  deuterium i n  the  aromatic,  1 - ,  o r  2-posi t ion 
b - % of  deuterium i n  the 1- or 2-posi t ion 
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TABLE 2 

I S O T O P E  D E P L E T I O N  IN RECOVERED TETRALIN 

React ion 
Coal Time, min Deuterium Atoms/Mol eculea 

I l l i n o i s  No. 6 0 
2 . 5  
5 .0  

10.0 
35.0 
60.0 

2.0 
1.88 
1 .64b 
1 . 2 2  
1 .68 
1 . 4 5  

Ka i parowi t z  0 
10 
35 
60 

2.0 
1.82 
1.56 
1.52 

0 . 2  Atoms/molecule a 

bThis point  i s  suspec t  due t o  a poss ib le  temperature e r ro r  during the  
reac t ion .  
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TABLE 3 

RECOVERED YIELDS OF TETRALIN, 1-METHYLINDAN A N D  YAPHTHALENE 
AND HYDROGEN UPTAKE PER CARBON IN COAL- 

Coal Reaction Te t r a l in  1 -methyl- Naph H uptake, Atoms/ 

I l l i n o i s  No.6 2.5 89.7 0.2 10.1 0.12 
5.0 86.3 0 .3  13.4 0.17 
35 63.0 2.4 34.6 0.43 
60 51.9 3 . 5  44.6 0.55 

Time, min indan thalene Carbon A t o m  of Coal- 

Kai parowi t z  2.5 90.6 0 . 2  9 .2  0.12 
5.0 86.1 0 .3  13.5 0.17 
10 79.9 0.2 19.9 0.26 
25 72.7 1 .9  26.8 0.34 
60 62.5 2.9 34.6 0.44 

a Yields o f  t e t r a l i n ,  1-methylindan and naphthalene a re  normalized t o  100% 

b - U s e s  the  y i e ld  o f  naphthalene recovered to  es t imate  hydrogen uptake, 
neglects naphthalene and t e t r a l i n  bound t o  coal products (% 3 % ) .  
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AN ISOTOPIC INVESTIGATION OF THE CHEMISTRY OF COAL HYDROLIQUEFACTION 

L .  A. Heredy, R.  P .  Skowronski J .  J .  Ratto, I .  B. Goldberg 

Energy Systems Group Science Center 
Rockwell International Corporation Rockwell International Corporation 

8900 De Soto Avenue 1049 Camino Dos Rios 
Canoga Park, California 91304 Thousand Oaks, California 91360 

I .  INTRODUCTION 

We reported e a r l i e r  on a deuterium t racer  method fo r  investigating the mecha- 
nism of coal l iquefaction.(l-3) The res r c  involved the use of deuterium 
gas ,? l )  or deuterium gas and tetralin-d12fBy3! for  hydrogenation, and the use of 
the deuterium as an isotopic t racer  to  follow the incorporation of hydrogen into 
the coal. 
were analyzed fo r  deuterium incorporation in to  d i f fe ren t  structural  posit ions.  I t  
was found t h a t  when deuterium alone was used (without donor solvent) for  liquefac- 
t i on ,  the deuterium content of the  products increased i n  the following order:  o i l  
<aspha1 tene< preasphal tene< residue. 
the deuterium contents of the product f rac t ions  were about the same. In both 
types o f  experiments, preferential  incorporation of deuterium was found in the 
benzylic structural  posit ions of each f rac t ion .  Similarly,  preferential incor- 
poration of pro t ium was observed i n  the benzylic position of the recovered 
t e t r a l  i n - d l 2 .  

A number of related investigations have been reported on the use of deuterium 
as  a t racer  in coal hydrogenation research. Schweighardt, e t  a l . (42  examined a cen- 
tr ifuged l iquid product r m a Synthoil r u n  a f t e r  heating i t  to 450 C w i t h  deuterium 
gas; Kershaw and Barrassl5P reported on the examination o f  product 
reaction o f  coal with deuterium gas using SnC12 as  ca t a lys t ;  Franzf6f  investigated 
theoproducts porn the reaction of a subbituminous coal with tetralin-l , l-dZ a t  
427 C and 500 C ;  Cronauer, e t  a1.(7) reported on the in t e r  c ion of deuterium- 
labeled t e t r a l in  with coal model compounds; King and Stockf8f: investigated the 
influence of coal and coal -related compounds on the exchange reaction between 
diphenylmethane and perdeuteriotetralin.  

This paper presents the resu l t s  of experiments which were conducted to inves- 
t i g a t e  the respective roles of gas-phase and donor-solvent hydrogen i n  coal hydro- 
1 iquefaction. 
and 1Hz/tetral in-dl2 mixtures and t e t r a l  in-dlz under N2 pressure to  study the 
mechanisms that a re  i n  operation. 

After separation of the l iquefaction products, the product fractions 

When deuterium and te t ra l in-d l2  were used, 

rom the 

Coal hydrogenation experiments were carried out w i t h  2HZ/tetralin-h12 

11. EXPERIMENTAL 

A. MATERIALS 

A high-volatile A bituminous coal (80.1% C ,  5.1% H, 1.6% N ,  3.6% S, 9.6% 0 ,  
by weight, daf bas i s ,  7.7% ash) from the Loveridge Mine, Pittsburgh Seam was used. 
. ..- ---. ..-6 -"", C" ",,"\;, ,,, * , Y y s , , ,  y 'YU"" cv -Lvv 1 1 1 5 5 1 1 ,  Ull" "I 1su 1 1 1  "UbYV I U I  

4 hr a t  115 C before use in each experiment. 
atom % deuterium, typical HD:0.5%) and high-purity n ' t  ogen were u t i l i zed .  
of the  te t ra l in-d]?  was prepared i n  our laboratoriesl3y, and some was purchased 
from the Aldrich Chemical Co., Inc. 
'99 atom % deuterium. 
proton-NMR using p-dioxane a s  an internal reference. 
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Technical-grade deuterium b 9 8  
Some 

The isotopic purity of b o t h  materials was 
The isotopic purity of te t ra l in-d l2  was determined by 



B. EXPERIMENTAL AND ANALYTICAL PROCEDURES 

A schematic o u t l i n e  o f  t h e  experimental and a n a l y t i c a l  procedures i s  shown i n  
F igure 1. 
Engineer 's  autoc lave equipped w i t h  a coal i n j e c t i o n  system. I n  a t y p i c a l  exper i -  
ment, t he  autoc lave was charged w i t h  25 g o f  t e t r a l i n ,  heated, and 25 g of coal  
was i n j e c t e d  a t  temperature w i t h  t h e  approp r ia te  cover gas. A f t e r  t he  scheduled 
reac t i on  t ime  had elapsed, t h e  furnace was lowered from the  autoc lave,  and t h e  
ex te rna l  sur face was a i r -cooled.  Also, water was c i r c u l a t e d  through the  auto-  
c lave ' s  i n t e r n a l  c o o l i n g  c o i l s .  A f t e r  t he  autoc lave had cooled t o  ambient tem- 
perature, t h e  gas volume was measured us ing  a wet t e s t  meter, and product  gas 
samples were analyzed by GC-MS. The so l ven t  was d i s t i l l e d  from the  product  
m ix tu re  and analyzed by NMR and GC-MS. 
f rac t i ona ted  i n t o  o i l  (hexane so lub le,  benzene so lub le ) ,  asphaltene (hexane i n -  
so lub le,  benzene s o l u b l e ) ,  preasphaltene (THF solub le,  benzene i n s o l u b l e ) ,  and 
res idue (THF i n s o l u b l e )  f r a c t i o n s .  
i t s  prot ium/deuter ium r a t i o  was determined by MS a n a l y s i s  o f  the r e s u l t i n g  water .  
Each f r a c t i o n  was analyzed t o  determine i t s  elemental composit ion. The f r a c t i o n s  
a l so  were analyzed by p ro ton  and deuteron NMR spectrometry. 

so l ven t  mixkures were obta ined by us ing  a JEOL FX6OQ FT NMR spectrometer. 
angle o f  45 was used which corresponds t o  14 ps f o r  1H and 75 f i s  f o r  2H. 
pulse r e p e t i t i o n  t imes were 6.0 and 9.0 s, respec t i ve l y .  
the 1H NMR so l ven t ,  and ch lo ro fo rm was used as the  2H NMR so lvent .  I n t e g r a t i o n s  
were ob ta ined  us ing  sof tware supp l i ed  by JEOL, Inc .  The GC-MS analyses were 
conducted by Shrader A n a l y t i c a l  Laborator ies,  I nc . ,  us ing  a Pye-Unicam Model 105 
chromatograph i n t e r f a c e d  t o  an A E I  Model MS-30 mass spectrometer. 

Batch experiments were performed us ing  a 1 - l i t e r  s t i r r e d  Autoclave 

The s o l i d  and l i q u i d  products  were so l ven t  

A p o r t i o n  o f  each f r a c t i o n  was combusted and 

Proton NMR and deuteron NMR, spect ra o f  s o l u b l e  f r a c t i o n s ,  and recovered 
A f l i p  
The 

Chloroform-d was used as 

111. RESULTS AND DISCUSSION 

Three experiments were conducted t o  exp lo re  t h e  r o l e s  o f  gas-phase and 
donor-so lvent  hydrogen on coal l i q u e f a c t i o n .  T e t r a l i n - h i p ,  t e t r a l i n - d  2 under *H2 
o r  1H2, o r  N2 pressure were used, as shown i n  the  experimental m a t r i x  ITab le  1 ) .  
I n  each experiment, t he re  was o n l y  one source o f  deuter ium atoms: deuterium gas 
i n  Experiment 120 and t e t r a l i n - d l 2  i n  Experiments 121 and 122. I n  Experiment 122, 
n i t r o g e n  cover  gas was used t o  e l i m i n a t e  those r e a c t i o n  pathways which i n v o l v e  
gas -phase hydrogen. 

Experiment* 

D/P 
P/D 
N/ D 

I 

Gas Sol vent 

Prot ium Deuterium N i t rogen  Tetra1 in-h12 Tetra l in-d12 

X X 
X X 

X X 

TABLE 1 
EXPERIMENTAL MATRIX FOR DONOR SOLVENT HYDROGENATION EXPERIMENTS 

Coal + 



A. PRODUCT YIELDS AND COMPOSITIONS 

The produc t  y i e l d s  a r e  shown i n  Table 2.  I t  should be no ted  t h a i  t h e  asphal-  
t e n e  and preasphal tene y i e l d s  a re  lower than would be expected a t  425 C and 
15 MPa, p a r t i c u l a r l y  f o r  t he  experiment i n  which n i t r o g e n  was t h e  cover gas. We 
b e l i e v e  t h a t  t h i s  r e s u l t e d  f r o m  us ing  un favorab ly  small amounts o f  r e a c t a n t s  f o r  
t h e  1 - l i t e r  au toc lave  t o  min imize  the  use o f  x ens ive  t e t r a l i n - d l 2 .  
l ess ,  p rev ious  coa l  hydrogenat ion experimentsy2P conducted w i t h  deuter ium gas and 
t e t r a l i n - d l 2  i n  a 1 - l i t e r  and i n  a 250-ml au toc lave  showed t h a t  wh i l e  h i g h e r  
s o l u b l e  p roduc t  y i e l d s  were ob ta ined i n  t h e  smal le r  autoclave, t h e  i s o t o p i c  i n c o r -  
po ra t i on  p a t t e r n s  were s i m i l a r  i n  bo th  experiments. 

Neverthe- 

TABLE 2 

PRODUCT YIELDS FROM DONOR SOLVENT 
HYDROGENATION EXPERIMENTS 

( w t  %)  

Product 

Gas 
O i l  

Asphal tenes 
Preasphal tenes 
Residue 

Experiment 

51 63 

9 
16 

1 
3 

71 

The deuter ium conten ts  o f  t h e  produc t  f r a c t i o n s  a re  shown i n  Table 3. The 
deuterium c o n t e n t  o f  t h e  heav ie r  f r a c t i o n s  (asphal tenes, preasphaltenes, and 
res idue)  depend p r i n c i p a l l y  on the  i s o t o p i c  composi t ion o f  the  gas pha e. 
f r a c t i o n s  have h i g h  atom % deuter ium conten t  i n  Experiment D/P, where $H gas and 
t e t r a l i n - h  were used, and low atom % deuter ium conten t  i n  Experiment PfD,  where 
1H2 gas a n i ' t e t r a l i n - d  2 were used. The atom % deuter ium conten t  o f  t h e  heavy 
f r a c t i o n s  i s  between t h e s e  two extreme values i n  Experiment N/D where t e t r a l i n - d l p  
was used under N2 pressure.  Th is  i nd i ca tes  t h a t  t he  use o f  the  i n e r t  gas, which 
precludes r e a c t i o n s  w i t h  mo lecu la r  hydrogen, a l l o w s  pathways which a re  o therw ise  
l e s s  s i g n i f i c a n t  t o  become more impor tan t  i n  the  r e a c t i o n  sequence. 
t r e n d  regard ing  t h e  deuter ium conten t  was observed f o r  t he  gas and o i l  f r a c t i o n s .  

B. PRODUCT GAS COMPOSITIONS 

These 

No obvious 

The gas composi t ions,  determined by gas chromatographic ana lys is ,  a r e  shown 
i n  Table 4. 
GC-MS ana lys i s .  
shown i n  Tab le  5. The main r e s u l t s  a re  summarized below: 

The i s o t o p i c  composi t ions of t he  produc t  gases were determined by 
The i s o t o p i c  composi t ions o f  methane, ethane, and propane are  

The concent ra t ions  o f  t h e  Do species can be c o r r e l a t e d  w i t h  the  

from t h e  corresponding r a d i c a l s  by p ro t ium a b s t r a c t i o n  f r o m  the  
coa l  i n  any experiment, f rom t h e  pro t ium gas (Run P/D),  o r  from 
t e t r a l i n - h l 2  (Run D/P) .  
same r a d i c a l  

I )  
?e.tcr;.m s!?.rr_e .sed ;n tho OY:!+m:nt. Thc E; -,pcc;:r. cs:: f c -  

The amount o f  Do species i s  reduced i f  t h e  
a b s t r a c t  deuter ium from t h e  t e t r a l i n - d l 2  (Runs P/D 

and N/D) o r  5 H2 gas (Run D/P) .  It appears t h a t  2H2 gas reac ts  more 
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TABLE 3 
DEUTERIUM CONTENTS OF PRODUCTS 

(Atom % o f  Tota l  Hydrogen) 

Experiment 

D/P I P/D 1 N/D 
Product 

, 

Gas 
O i l  
Asphal tenes 

Preasphaltenes 

~~~ - 

29 
12 

21 31 

15 28 

29 
26 
42 

34 
Res i due 

Tota l  Product 

TABLE 4 

PRODUCT GAS COMPOSITIONS 
(Weight i n  Grams*) 

Component 

CH4 

'ZH4 

C2H6 
C3H6 
C3H8 
i-C4H10 

n-C4H10 
i -C5H12 

n-C5H 12 
co 
co2 

H2S 
Tota l  

1.10 
0.01 
0.58 

0.01 
0.35 
0.01 
0.08 
0.02 

0.02 
0.09 

0.10 
0.01 

, 2.38 
- 

Experiment 

P/D 

1.36 

0.01 
0.63 

0.01 

0.35 
0.03 
0.10 

0.01 
0.02 
0.09 

0.10 
0.08 
2.79 

N/D 

0.94 

0.01 
0.43 

0.01 
0.24 
0.05 

0.08 
- 

0.02 
0.05 

0.22 
0.07 

2.12 

*Weights ca lcu lated on an a l l - p ro t i um basis 
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TABLE 5 
ISOTOPIC COMPOSITIONS OF THE PRODUCT GASES 

( % I  

Component 
(Experiment) '0 

3 
D/P 28 
P/D 36 
N / D  40 

5% 
D/ P 8 
P/ D 23 
N/D 

o /p  27 
p / o  35 
N/D 36 

* 

g353 

- 
Dl - 
29 
25 
24 

31 
1 7  
* 

24 
31 
27 - 

- 
D 2  - 
30 
13 
14 

32 
19 
* 

17 
16 
14 

13 
14 
11 

19 
15 
11 

10 
7 
9 - 

0 
12 
11 

10 
10 

9 

10 
3 
3 - 

- 
D5 - 

0 
10 
1 2  

6 
2 
4 

D6 D7 

0 -  
6 -  

13 - 

4 2  
3 2  
5 2  

*Interference from other species causes uncertainty in these values. 

0 
1 
2 

e f fec t ive ly  w i t h  the rad ica ls  than te t ra l in-d l2  does.* Th's ten ta-  
t i ve  conclusion i s  supported by previous experimental datal31 
obtained on the hydrogenation of coal w i t h  deuterium gas a t  380°C 
w i t h o u t  added donor solvent. 
were fo r  CH4:3%, f o r  C2H6:0%, and fo r  C3H8:12%, which shows tha t  
the 2H2 gas i s  a more e f fec t ive  deuterium source for the conversion 
of methyl, e thy l ,  and propyl rad ica ls  t o  the corresponding deuterated 
hydrocarbons than i s  te t ra l in-d l2 .  Hydrogen exchange with the 
solvent probably contributes to  a l e s se r  extent to  the formation of 
these species, because even by the end of the experiment no more 
than one-third o f  the solvent hydrogen i n  any position has been 
exchanged. 
gas molecules to  the pore structure of the coal compared w i t h  t h a t  
of the solvent molecules. 
Only minor differences were observed between the isotopic compo- 
s i t ions  of the gas products o f  the te t ra l in-d l2  run made w i t h  N2 
cover gas i n  one case ( R u n  N/O) and under 1H2 pressure i n  the other 
( R u n  P / D ) .  
takes place i n  t he  gas phase between hydrogen and hydrocarbons. 
Fully deuterated methane and ethane were detected only in those 
experiments i n  which t e t r a l in -d lp  was used. 
found in  Experiment D P ,  where te t ra l in-h l2  was used, and the 

species were formed from the te t ra l in-d l2  only. 
tha t  a t  l ea s t  some of the CO4 and C2D6 were formed from the solvent 
prior to  the injection of the coal. Additional investigations are 
in progress t o  c l a r i f y  t h i s  point. 

The Do components i n  t ha t  experiment 

This may be due to the greater access of the hydrogen 

These r e su l t s  show tha t  very l i t t l e  isotopic exchange 

No such species were 

deuterium source was h H7. This indicates t ha t  the CD4 and C2D6 
I t  a l so  appears 

*Alternately, isotopic exchange reactions may occur w i t h  the radical precursors. 
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i 

Experiment 

D/ P 
P/D 
N/D 

C. COMPOSITION OF THE RECOVERED SOLVENT 

1. GC-MS Analyses 

Experiment D/P, t e t r a l i n - h l 2  was used and t h e  source o f  deuter ium was 2H2 gas. 
The i s o t o p i c  d i s t r i b u t i o n s  i n  t h e  recovered t e t r a l i n  and naphthalene a re  v e r y  
s i m i l a r .  I n  bo th  compounds, D 1  and 02 species predominate, b u t  s i z a b l e  concen- 
t r a t i o n s  o f  D3 and D4 species a re  a l s o  present.  The predominance o f  t h e  D and 
D2 species, coupled w i t h  i n f o r m a t i o n  f rom the  NMR a n a l y s i s  o f  t h e  s o l v e n t  ITab le  71, 
which show t h a t  76% o f  t h e  i n c o r p o r a t e d  deuter ium i s  i n  the  a - a l i p h a t i c  p o s i t i o n ,  
i nd i ca tes  t h a t  t h e  a - t e t r a l i n y l  r a d i c a l  has a s i g n i f i c a n t  r o l e  i n  t h e  t r a n s f e r  of 
deuter ium from t h e  gas phase i n t o  t h e  coal .  

The GC-MS analyses o f  t he  recovered so lvents  a re  shown i n  Table 6 I n  

Incorpora ted  
I so tope 

2H 
l H  
l H  

Component 
(Experiment) 

Te t ra1  i n  

D/ P 
P/D 
N/D 
Naphtha1 ene 

D/P 

P/D 
N/D 

13.5 
23.4 
18.6 

I 

10 76 14 
8 75 17 
9 74 17 

TABLE 6 

ISOTOPIC DISTRIBUTIONS I N  TETRALIN AND NAPHTHALENE 
I N  THE RECOVERED SOLVENTS 

( % I  - 
D3 - 
11 
3 

3 

10 

11 
7 - 

- 
D4 - 
5 

4 
3 

4 
14 
11 - 

- 
D1O 

0 
21 

23 

TABLE 7 

ISOTOPIC COMPOSITION OF THE RECOVERED TETRALIN 

Iso tope D i s t r i b u t i o n  
Atom % 

The da ta  f rom Experiment D/P a l s o  i n d i c a t e  t h a t  there  i s  d i r e c t  i n c o r p o r a t i o n  
A t  t h e  end o f  Experiment D/P there  was o n l y  13.5% of  deuterium gas i n t o  t h e  coa l .  

deuter ium i n  the  t e t r a l i n .  
deuter ium (13.5 x 0.76 x 3) a t  t h e  end o f  t h e  experiment. 
t h e  coal  p roduc ts  (asphaltene, preasphaltene, and res idue) ,  which formed throughout 

The a - a l i p h a t i c  p o s i t i o n  o f  t e t r a l i n  conta ined 31% 
Nevertheless,  some o f  
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t h e  du ra t i on  o f  t h e  r e a c t i o n ,  contained cons iderab ly  more deuterium. Th is  l a r g e  
amount of deuter ium i n c o r p o r a t i o n  i n t o  t h e  coal products s t r o n g l y  i nd i ca tes  t h a t  
t h e r e  i s  a l s o  a d i r e c t  r o u t e  f o r  deuter ium i n c o r p o r a t i o n  i n t o  the  coal  w i t h o u t  t he  
p a r t i c i p a t i o n  o f  t e t r a 1  i n .  

t i o n s  can be made r e g a r d i n g  these experiments: 
I n  Experiments P/D and N/D, t e t r a l i n - d  2 was used. The f o l l o w i n g  observa- 

I n  these experiments, the  D11 and Dl0 ( t h a t  i s ,  H i  and H2) species 
predominate i n  the  recovered t e t r a l i n .  T h i s  i s  s i m i l a r  t o  Exper i -  
ment D/P, i n  which t h e  D 1  and D2 species predominate. The p re -  
dominance o f  t he  D11 and D10 species, together  wi th the  NMR a n a l y s i s  
o f  t he  s o l v e n t  i n d i c a t i n g  t h a t  74-75% o f  t h e  incorpora ted  pro t ium 
i s  i n  the  a - p o s i t i o n  (Table 7),  i nd i ca tes  t h a t  t h e  a - t e t r a l i n y l  
r a d i c a l  has an impor tan t  r o l e  i n  t h e  hydrogen t r a n s f e r .  
t r u e  f o r  hydrogen t r a n s f e r  f rom t h e  gas phase i n t o  the  coa l  (Exper i -  
ment P/D) as we l l  as f o r  hydrogen t r a n s f e r  f r o m  one s i t e  i n  t h e  
coa l  s t r u c t u r e  t o  another (Experiment N/D) .  
I n  c o n t r a s t  t o  Experiment D/P, where no species c o n t a i n i n g  more 
t h a n  s i x  deuter ium atoms were detected, species w i t h  f u l l y  exchanged 
hydrogen (DO) were found i n  each experiment. The e x t e n t  o f  i s o t o p i c  
exchange was g r e a t e r  i n  these experiments because i n  c o n t r a s t  t o  
Experiment D/P, i s o t o p i c  exchange between the  coal  and t h e  donor 
s o l v e n t  c o u l d  take  place. 
There i s  o n l y  a smal l  d i f f e r e n c e  between t h e  i s o t o p i c  d i s t r i b u t i o n  
o f  t h e  recovered t e t r a l i n  ob ta ined i n  Run P/D on t h e  one hand, and 
Run N/D on the  o the r .  T h i s  i nd i ca tes  t h a t  the  e x t e n t  o f  i s o t o p i c  
exchange between t h e  coal  and the  s o l v e n t  i s  g r e a t e r  than i t  i s  
between t h e  hydrogen gas and t h e  so lvent .  Th is  same r e s u l t  i s  
f u r t h e r  s u b s t a n t i a t e d  by t h e  data shown i n  Table 7 .  
The i s o t o p i c  d i s t r i b u t i o n  found i n  the  naphthalene i s  s i m i l a r  t o  
t h a t  observed i n  t h e  t e t r a l i n  i n  Experiment N/D i n  t h a t  t h e  l e a s t  
exchanged species (Dq-Da) a r e  predominant. The i s o t o p i c  d i s t r i -  
b u t i o n  o f  t h e  recovered naphthalene f r o m  Experiment P/D shows 
r e l a t i v e l y  l a r g e  values f o r  each o f  the  species o f  low d e u t e r a t i o n  
(Do through Da),  which i n d i c a t e s  t h a t  a s i g n i f i c a n t  amount o f  t h e  
gas-phase p r o t i u m  exchanged w i t h  t h e  naphthalene. 

Th is  i s  

2. NMR Analyses 

The recovered s o l v e n t s  were analyzed by p r o t o n  and deuteron NMR spectroscopy. 
As an example, t h e  deuteron NMR spectrum o f  t h e  recovered s o l v e n t  from Exper i -  
ment D/P i s  shown i n  F i g u r e  2. 
t i o n s  are shown a t  1.8 ppm and 2.8 ppm, and t h e  aromat ic absorp t ion  o f  t e t r a l i n  a t  
7 .1  ppm. The aromat ic  absorp t ions  a t  7.4 and 7.8 ppm correspond t o  t h e  p- and a- 
p o s i t i o n s  i n  naphthalene. 
0.9, 1.3, 2.3, and 6.9 ppm) corresponding t o  deuterated alkylbenzenes, indan, 
methyl indan, and c i s -  and trans-decal ins,  which form i n  small amounts d u r i n g  the  
reac t ions .  

ana lys is ,  a re  shown i n  Tab le  7. 
gas were used, 13.5 atom % deuter ium was found i n  the  recovered t e t r a l i n .  
o t h e r  experiments, where f u l l y  deuterated t e t r a l i n  was used, the  pro t ium i n c o r -  
p o r a t i o n  ranged f r o m  18.6% t o  23.4%. 
t h e  experiment w i t h  the  p r o t i u m  atmosphere (P/D)  than from the  exper iment w i t h  the  
n i t rogen  atmosphere (N/D)--23.4 versus 18.6 atom % l H .  

The t e t r a l i n  a - a l i p h a t i c  and p - a l i p h a t i c  absorp- 

There are  a d d i t i o n a l  absorp t ions  i n  t h e  spectrum ( a t  

The i s o t o p i c  composi t ion data of t h e  recovered t e t r a l i n ,  as determined by  NMR 
I n  Experiment D/P where t e t r a l i n - h l 2  and deuter ium 

I n  the  

The amount was l a r g e r  i n  t h e  t e t r a l i n  f rom 
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The d is t r ibu t ion  of the incorporated isotope among the three s t ruc tu ra l ly  
d i f fe ren t  s i t e s  i n  the solvent was nearly identical  i n  each experiment. Approxi- 
mately 75% was incorporated i n  the a -a l ipha t ic  posit ion,  16% i n  the @-aliphatic,  
and 9% i n  the aromatic position. These proportions did not change s igni f icant ly  
regardless of whether the reaction was conducted under  protium or nitrogen pres- 
sure. system was also tested using reaction times of 1/4 and 1/2 hour.  

w i t h  time; however, the  r a t io  of exchanged hydrogen i n  the three d i f fe ren t  struc- 
tural  positions of the  solvent remains constant w i t h i n  this reaction time range 
(1/4 t o  1 h o u r ) .  

(1) the 
re la t ive  r eac t i a i t i e s  of he a-aliphatic,  @-aliphatic,  and aromatic C-H bonds of 

75:16:9; ( 2 )  these r a t io s  do not change s igni f icant ly  regardless of whether N2 or 
1H2 cover gas o r  whether te t ra1  in-dlz/lHZ o r  tetralin-h12/2H2 reactant combina- 
t ions a re  used. 

The N/ I t  was found( B tha t  the extent of isotopic exchange w i t h  the solvent increases 

t e t r a l i n  a t  425 C f o r  l H -  8 H isotopic exchange between t e t r a l in  and coal a r e :  
The following conclusions have been drawn from these measurements: 
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GAS ANALYSIS AUTOCLAVE EXPERIMENT 
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Figure 1. Experimental Procedure 

I I 1 I I I I I I I I 

- TETRALIN a i 
-NAPHTHALENE p 

AROMATIC 

I I I I I I I I I I I 
I .3 2.0 c.c E "  "." n n  "." .nn . -." 

9271-15 CHEMICALSHIFT (pprn) 

Figure 2. Deuteron NMR Spectrum of Recovered 
Solvent from Experiment D/P 
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MODEL PATHWAYS FOR HYDROGEN TRANSFER I N  COAL LIQUEFACTION 
P.S.Virk, D.H.Bass, and M.J.Garry. 
Department o f  Chemical Engineer ing,  Massachuset ts  I n s t i t u t e  o f  Technology, 
Cambridge, Massachuset ts  02139 

Hydrogen t r a n s f e r  from donor so lven t s  t o  c o a l  du r ing  l i q u e f a c t i o n  has been modelled 
by r e a c t i o n s  between s e l e c t e d  pure s u b s t r a t e s .  

A l- and A 2 -d ia l in s ,  cyclohexanol  and o-cyclohexylphenol,  wh i l e  anthracene and phenan- 
th rene  served as model accep to r s .  
t imes from 0.1-10.0 h r ,  and donor/acceptor  r a t i o s  o f  0.12-16, revealed t h a t ,  i n  gene ra l ,  
t h r e e  types of r eac t ions  occurred.  I n  o rde r  of importance t h e s e  were: (Rl).  t he  des i r ed  
hydrogen t r a n s f e r  from donor t o  accep to r ,  (R2), t h e  r eve r s ion  of hydrogenated accep to r  t o  
o r i g i n a l  acceptor ,  e i t h e r  by e l i m i n a t i o n  of molecular  hydrogen o r  by d i sp ropor t iona t ion ,  
and (R3), donor decomposition. K i n e t i c  d a t a  showed t h a t  f o r  eve ry  donor-acceptor p a i r  
(R1) was bimolecular ,  being of o r d e r  one i n  each s u b s t r a t e .  Also,  Arrhenius  parameters  
i n  a l l  c a s e s  y i e lded  a c t i v a t i o n  e n t r o p i e s  ASt N -30 eu. i n d i c a t i v e  of a t i g h t  r r a n s i -  
t i o n  s t a t e .  

allowed by t h e  Woodward-Hoffmann r u l e s  f o r  o r b i t a l  symmetry conservat ion.  Detai led 
k i n e t i c  d a t a  were a l s o  obtained f o r  each o f  (R2)  and (R3). pe rmi t t i ng  f a i r l y  complete 
d e s c r i p t i o n  of t he  p re sen t  model pathways f o r  hydrogen t r a n s f e r .  

Model donors  used were t e t r a l i n  (control) .  

Experiments o v e r  t h e  temperature  range 250-450 C ,  a t  

These accord wi th  ou r  e a r l i e r  sugges t ion  t h a t  t h e  mechanism of hydrogen 
1 t r a n s f e r  might involve concerted p e r i c y c l i c  g roup- t r ans fe r  r e a c t i o n s  t h a t  a r e  thermally-  

I 
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PARTICIPATION OF HYDROGEN I N  THE HYDROGENOLYSIS AND HYDROGENATION 
OF COAL-RELATED MODEL COMPOUNDS CATALYZED BY Z I N C  HALIDES 

T. J. Fredrick and A. T. B e l l  

Mater ia l s  and Molecular Research Divis ion 
Lawrence Berkeley Laboratory 

and 
Department of  Chemical Engineering 

Universi ty  of Cal i forn ia ,  Berkeley, CA 94720 

INTRODUCTION 

Model compound s t u d i e s  have recent ly  been performed t o  he lp  e l u c i d a t e  the  types 
of  react ions which occur  during the  l i q u e f a c t i o n  of c o a l  i n  presence of  ZnC12(1-5). 
These inves t iga t ions  have shown t h a t  ZnC12 w i l l  ca ta lyze  t h e  cleavage of e t h e r ,  
s u l f i d e ,  and a l i p h a t i c  br idges  between aromatic  c e n t e r s  and t h e  hydrogenation of 
fused r ing  aromatics. It has  a l s o  been demonstrated t h a t  the  r e a c t i v i t y  of a 
given s t r u c t u r e  can be  s t rongly  a f f e c t e d  by t h e  composition of subs t iuents  
present  on the  aromatic  nuc le i .  
t h e  r o l e  of molecular  hydrogen i n  the  hydrogenolysis and hydrogenation of coal- 
r e l a t e d  model compounds and t o  demonstrate the d i f fe rences  i n  t h e  a b i l i t y  of 
ZnC12, ZnBr2, and Zn12 t o  a c t i v a t e  H2. 

The purposes o f  t h e  p resent  workwere t o  i d e n t i f y  

EXPERIMENTAL 

Apparatus 

3 

The p r e s s u r e  and temperature within t h e  au toc lave  were monitered 

Reactions were c a r r i e d  o u t  i n  a 300-cm s t i r r e d ,  s t a i n l e s s - s t e e l  autoclave 
f i t t e d  w i t h  a g l a s s  l i n e r  t o  f a c i l i t a t e  in t roduct ion  of r e a c t a n t s  and removal of 
products. 
continuously. For m o s t  of the  experiments descr ibed i n  t h i s  paper ,  t h e  solvent  
and c a t a l y s t  were preheated t o  r e a c t i o n  temperature w i t h i n  the  autoclave.  The 
reac tan t ,  d i sso lved  in a small amount of so lvent ,  was then i n j e c t e d  i n t o  t h e  
autoclave from a small pressure  vesse l .  Samples of t h e  l i q u i d  products  were 
withdrawn a t  p rescr ibed  times during t h e  course of a run. 

Mater ia ls  

Model compounds were obtained commercially. These m a t e r i a l s  were dried b u t  
no t  p u r i f i e d  before  use. Benzene and cyclohexane, used as so lvents ,  were dr ied  
by re f lux ing  over  a sodium-benzophenone mixture and then  d i s t i l l e d  under dry N2.  

The ZnC12, ZnBr2 and Zn12 were dr ied  i n  a vacuum oven overnight  a t  105OC and 
then s t o r e d  i n  an N 2  - purged dry box. 
i n t o  the g l a s s  l i n e r  w a s  a l s o  c a r r i e d  out  i n  t h e  dry box. 

Product Analysis  

Weighing of t h e  c a t a l y s t  and t r a n s f e r  

The l i q u i d  products  were analvzed bv nas chromatoaraphv. Product i d e n t i f i -  
c a t i o n  was e s t a b l i s h e d  by gas chromatographylmass spectrometry. 
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RESULTS AND DISCUSSION 

Cleavage of Ether Linkages 

The e f f e c t s  of  hydrogen p a r t i a l  p ressure  and c a t a l y s t  composition on t h e  
hydrogenolysis of dibenzyl  e t h e r  in benzene s o l u t i o n  a r e  l i s t e d  in Table I. 
It i s  observed t h a t  in t h e  presence of ZnCl , diphenyl methane is t h e  p r i n c i p a l  
product formed and t h a t  t h e  ex ten t  of  r e a c t l o n  is unaffected by t h e  presence 
o r  absence of  molecular hydrogen. These r e s u l t s  i n d i c a t e  t h a t  t h e  o v e r a l l  
r e a c t i o n  can be w r i t t e n  as fol lows:  

ZnC12 
, ~ . - c H ~ - & c H ~ - ’ $ ~  + ~ ( 0 7  ___> 2 a - c ~  2 1  -(o + H ~ O  

and t h a t  t h e  hydrogen requi red  f o r  t h e  formation of  water  der ives  from t h e  benzene. 
As a r e s u l t ,  molecular hydrogen does not  appear t o  be e s s e n t i a l  f o r  the  progress  
of the  reac t ion .  

Table I shows tha t  t h e  c a t a l y t i c  a c t i v i t y  of z inc  h a l i d e s  decreases  in the  
order  ZnC12 > ZnBr2 > Zn12. 
Zn12, toluene is produced in addi t ion  t o  diphenyl methane. Moreover, whife  the 
e x t e n t  of dibenzyl  e t h e r  conversion is unaffected by t h e  p a r t i a l  p r e s s u r e  of  
H 2 ,  the s e l e c t i v i t y  to  toluene increases  in d i r e c t  p ropor t ion  t o  t h e  H2 p a r t i a l  
Pressure.  
e f f e c t i v e  in a c t i v a t i n g  H than ZnC12 but  $hat even i n  an a c t i v a t e d  s t a t e  
hydrogen does not a f f e c t  $he r a t e  of consumption of  dibenzyl  e ther .  
once a c t i v a t e d  hydrogen becomes e f f e c t i v e  in t h e  formation of toluene.  

It is a l s o  seen t h a t  in t h e  presence of ZnBr and 

These r e s u l t s  suggest  t h a t  ZnBr and i n  p a r t i c u l a r  Zn12 a r e  more 

However, 

The accumulated evidence suggests  t h a t  the  hydrogenolysis of dibenzyl  e t h e r  
may proceed v i a  t h e  following sequence of s t e p s  

H+(ZnX,OH)- 

(1) @-cH~-c-cH~-~o f6 -CH20H + ;o,-CHi(ZnX20H)- 

H+ ( ZnX20H) - 
(2 )  ~ , - C H ~ O H  > H20 + /O)-CHi(ZnX20H)- 

S tudies  in which t h e  r a t i o  of H20 t o  ZnX were var ied  c l e a r l y  demonstrate t h a t  t h e  
a c t i v e  form of t h e  c a t a l y s t  is a Brzns te i  ac id ,  H+(ZnX20H)-. 
is i n i t i a t e d  by protonat ion of the  e t h e r  and t h e  rate of t h i s  r e a c t i o n  is a f f e c t e d  
by the  composition of the  z i n c  ha l ide .  
is d i c t a t e d  by r e a c t i o n s  3 and 4 and the  r a t i o  of t h e  r a t e  c o e f f i c i e n t s  a s s o c i a t e d  
with these r e a c t i o n s  is determined by t h e  c a t a l y s t  composition. 

Cleavage of t h e  e t h e r  

The na ture  of  t h e  f i n a l  r e a c t i o n  products  
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Cleavage of A l i p h a t i c  Linkages 

The hydrogenolysis  of 4- hydroxydiphenyl methane (4HDM) and 1- benzyl- 
naphthalene (1BN) i n  benzene s o l u t i o n  were s tud ied  to  e s t a b l i s h  t h e  e f f e c t s  of 
hydrogen p a r t i a l  p r e s s u r e  and c a t a l y s t  composition on the  cleavage of a l i p h a t i c  
l inkages between aromatic  n u c l e i .  
4HDM r e a c t s  t o  form phenol, diphenyl methane, and toluene.  A s  shown i n  
Table 11, t h e  hydrogen p a r t i a l  p ressure  has  no e f f e c t  on t h e  conversion of  
4HDX but t h e  s e l e c t i v i t y  t o  toluene increases  wi th  the  hydrogen p a r t i a l  
pressure.  The c a t a l y t i c  a c t i v i t y  i n  t h i s  ins tance  decreases  i n  t h e  order  
ZnBr2 > ZnC12 > Zn12 and t h e  s e l e c t i v i t y  t o  toluene increases  i n  t h e  order  
ZnBr 
and Zoluene. 
on t h e  r e a c t i o n s  of t h i s  compound a r e  similar t o  those f o r  4HDM. 

In  the presence of z i n c  ha l ide  c a t a l y s t ,  

> ZnClf > ZnI . The r e a c t i o n  of 1 B N  produces naphthalene, diphenyl methane 
The e z f e c t s  of hydrogen p a r t i a l  p ressure  and c a t a l y s t  composition 

The r e a c t i o n  products  obtained from 4HDM and 1 B N  and the k i n e t i c s  by which 
these  reac tan ts  a r e  converted t o  products (2 )  can be explained on t h e  b a s i s  of 
t h e  fol lowing mechanism: 

/ 2 \  
(7 )  :07 -CH2(ZnX20H)--, + @ 1 0  -CH -'d + H+(ZnX20H)- 

H2 
(8) @-CH:(ZnX20H)- - > .-o -CH3 + H+(ZnX20H)- 

A s  i n  the c a s e  of t h e  cleavage of e t h e r  l inkages ,  r e a c t i o n  i s  i n i t i a t e d  by 
pro tona t ion  of the r e a c t a n t .  The primary d i f f e r e n c e  is t h a t  t h i s  s t e p  is re- 
v e r s i b l e  and cleavage of t h e  a l i p h a t i c  l inkages occurs  i n  a subsequent r a t e  
l i m i t i n g  1 s tep .  The d i s t r i b u t i o n  of f i n a l  products i s  governed by reac t ions  
7 and 8. 

Hydrogenation of Condensed Aromatics 

Studies  of t h e  hydrogenation of  fused-r ing aromatics  catalyzed by ZnCl 
have shown (5) t h a t  1-naphthol and anthracene undergo extensive reac t ion .  
inf luence of  hydrogen p a r t i a l  p ressure  on t h e  e x t e n t  of r e a c t i o n  and the d i s t r i -  
bu t ion  of products  formed is shown i n  Table 111. It is apparent  t h a t  i n  t h e  
absence of hydrogen both r e a c t a n t s  a r e  converted ex tens ive ly  t o  t a r  v i a  Schol l  
condensation. I n  t h e  presence of hydrogen, 1-naphthol is hydrogenated to 
1,2,3,4-tetrahydro-l-naphthol which then undergoes dehydration t o  form 

genation t o  form t e t r a l i n  and dehydrogenation t o  form naphthalene. The hydro- 
genat ion of an thracene  produces pr imar i ly  dihydroanthracene and smal le r  amounts 
of te t rahydroanthracene and octahydroanthracene. 

?he 

-1~L--._I..^_ ̂-L *L - 1 ."I. - L _  I - -- .I , -.- -. -- - ̂ - a  ~~- --..,-. Y L L ' y  .IL.. ..ALII... ..LC c"y.yv. .L,y &a " C L J  LSaCL*"C : 5 : ,  C;krgG<;g >+x- 
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I 

The hydrogenation of both r e a c t a n t s  i s  bel ieved t o  proceed by s e q u e n t i a l  
protonat ion and hydride addi t ion ,  a s  exemplified by the f i r s t  s t a g e s  of 
anthracene hydrogenation shown below. 

The formation of te t rahydro-  and octahydroanthracene i s  assumed t o  involve a 
r e p e t i t i o n  of s t e p s  similar t o  reac t ions  9 and 10. 

CONCLUSIONS 

The fol lowing conclusions may be  drawn from t h e  present  s tudy:  

- Zinc h a l i d e  c a t a l y s t s  a r e  a c t i v e  i n  t h e i r  Bronsted ac id  form, e . g . ,  
H+( ZnX20H)-. 

- Cleavage of e t h e r  and a l i p h a t i c  1ink.ages between aromatic  n u c l e i  i s  
ind ica ted  by protonat ion of t h e  s u b s t r a t e  and i s  unaffected by the  
presence of molecular hydrogen. 

dibenzyl  e t h e r ,  4HDM and 1 B N  and the  s e l e c t i v i t y  f o r  forming toluene 
from these  r e a c t a n t s  depends on t h e  na ture  of the  ha l ide  used. - The hydrogenation of  fused-ring a romat ics . involves  molecular hydrogen 
and appears t o  proceed v i a  s e q u e n t i a l  protonat ion and hydride t r a n s f e r .  

- Hydrogen t r a n s f e r  t o  benzyl ic  groups l i b e r a t e d  by t h e  cleavage of  
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HYDROGENOLYSIS OF DILUTE SOLUTIONS OF OIBENZYL I N  TOLUENE AT COAL LIQUEFACTION 
CONDITIONS. Locn ie  W. Vernon, E x x o ~  Research and Eng ineer i r :  Coiipany, P. 0. Box 

4255, Bsytown, Texas 77570, and Ralph L i v i n g s t o n  and Henry Zeldes, Ci..eiii<stry D i v i s i o n ,  
Oak Ridge Ne t iona l  Labora to ry ,  Oak Ridge, Tennessee 37830. 

convers ion  o f  d ibenzy l  i n  the  presence of  bo th  t e t r a l i n  and mo lecu la r  hydrogen o r  i n  the  
presence hydrogen a lone proceeds a long  two p a r a l l e l  r e a c t i o n  parhs  . Toluene i s  produced 
by a the rmo lys i s  r e a c t i o n  i n  which the  r a t e  c o n t r o l l i n g  s tep  i s  t he  thermal  c leavage o f  
t he  6-bond i n  d ibenzy l .  Eenzene and e t h y l  benzene a r e  produced by a hyd rogeno lys i s  re -  
a c t i o n .  The hydrooenol  s i s  r e a c t i o n  i s  thought  t o  p roceed v i a  a hydrogen atom cha in  
c a r r i e r .  ESR studTes 6. L i v i n g s t o n ,  H. Zeldes, and M. S. Conrad i ,  J .  Amer. Chem. SOC. 
101 4312 (1979)) have shown t h a t  benzy l  i s  t h e  predominant  r a d i c a l  i n  the  system d u r i n g  
the p y r o l y s i s  o f  d i l u t e  s o l u t i o n s  o f  d ibenzy l  i n  to luene .  I n  the  p resen t  s tudy  d i l u t e  
s o l u t i o n s  o f  d ibenzy l  i n  to luene  have been py ro l yzed  a t  45OoC, c o n t a c t  t imes of  1-3  
minu tes ,  and hydrogen p ressu res  o f  0-15 MPa. Under these  c o n d i t i o n s  t h e  convers ion  o f  
d i b e n z y l  i s  low (about  2-7%). 
benzene increases  w i t h  i n c r e a s i n g  hydrogen pressure .  These r e s u l t s  a r e  c o n s i s t e n t  w i th  
t h e  proposed mechanism f o r  t he  convers ion  o f  d ibenzy l  i n  t h e  presence o f  molecu la r  hy- 
drogen. I n  t h e  p resen t  s tudy ,  t he  f r e e  r a d i c a l  r e a c t i o n  i s  i n i t i a t e d  by t h e  the rmo lys i s  
o f  d ibenzy l  and t h e  benzene i s  produced by t h e  hyd rogeno lys i s  o f  t o luene  v i a  a hydrogen 
atom c a r r i e r .  

Prev ious  p y r o l y s i s  s t u d i e s  (L. W. Vernon, Fuel  59 102 (1980))  have shown t h a t  t he  

The major  p roduc t  i s  benzene and t h e  c o n c e n t r a t i o n  of  

130 



ESR STUDY OF BIBESZYL D U R I N G  PYWLYSIS WITH ,AND WITHOUT HXJROGEN.  
and Henry Z e l d e s ,  Cnernistry D i v i s i o n ,  Oak R i d g e  S a t i o n a l  L a b o r a t o r y , "  Oak Ridge ,  

Ralph L i v i n g s t o n  

Tennessee  37830 and Lonnie  W. Vernon, Exxon R e s e a r c h  and E n g i n e e r i n g  Company, P .  0. Box 
4255, Baytown, Texas 77520 

F r e e  r a d i c a l s  have  b e e n  o b s e r v e d  d u r i n g  p y r o l y s i s  o f  b i b e n z y l  i n  s o l u t i o n  and i n  a n  
e a r l i e r  r e p o r t  (R. L i v i n g s t o n ,  H.  Z e l d e s ,  and M .  S :  C o n r a d i , . J .  h e r .  Chem. SOC. J l ,  
4312 (1979))  t h e  e q u i l i b r i u m  CgHgCHzCH2CgHg + CgHgCH2 2 CgHgCHCH2CgHg + CgHgCH3 w a s  des-  
c r i b e d .  The f l u i d  sample  a t  h i g h  p r e s s u r e  i s  c i r c u l a t e d  t h r o u g h  a h e a t e d  q u a r t z  c a p i l -  
l a r y  l o c a t e d  i n  t h e  ESR c a v i t y  where  t h e  c o n t a c t  t i m e  a t  p y r o l y t i c  t e m p e r a t u r e  i s  aeprox- 
i m a t e l y  0 . 5  sec. D i l u t e  b i b e n z y l  i n  t o l u e c e  g i v e s  a s p e c t r u m  of p r e d o m i n a n t l y  C6HgCH2, 
whereas  i n  a n  i n e r t  s o l v e n t  (benzene)  CgH5CHCH2CgHs p r e d o m i n a t e s .  I n  t h e  p r e s e n t  s t u d y  
0 . 1  t o  1 M b i b e n z y l  i n  t o l u e n e  and i n  b e n z e n e  h a v e  b e e n  s t u d i e d  f r o m  507°C t o  553°C a t  
1300 p s i .  
b e e n  c o l l e c t e d  a f t e r  p y r o l y s i s  f o r  GC. IJhere CgHgCHCH2CgHg p r e d o m i n a t e s  t h e  u s u a l  d i s -  
t r i b u t i o n  o f  p r o d u c t s  r e p o r t e d  f o r  b i b e n z y l  (M. Poutsma, F u e l ,  2, 335 (1980))  a r e  s e e n  
w i t h  s t r o n g  c o n t r i b u t i o n s  from r a d i c a l - r a d i c a l  c o u p l i n g  p r o d u c t s .  Where CgHgCH2 predom- 
i n a t e s  t h e  p r o d u c t  d i s t r i b u t i o n  a l t e r s  g r e a t l y  and t h e  b u r n u p  of b i b e n z y l  f a l l s  to 1 f 3  
t o  117 t h e  v a l u e  i n  benzene  s o l u t i o n  d e p e n d i n g  on c o n c e n t r a t i o n  a n d  t e m p e r a t u r e .  High 
p r e s s u r e  hydrogen  h a s  b e e n  i n j e c t e d  p r i o r  t o  p y r o l y s i s  and s u b s t a n t i a l  i n c r e a s e s  i n  t h e  
y i e l d s  o f  benzene  and e t h y l b e n z e n e  h a v e  b e e n  o b s e r v e d .  *Research a t  t h i s  l a b o r a t o r y  was 
s p o n s o r e d  b y  t h e  D i v i s i o n  o f  Chemical S c i e n c e s ,  O f f i c e  o f  B a s i c  Energy S c i e n c e s ,  U. S.  
Depar tment  o f  Energy, u n d e r  C o n t r a c t  W-7405-eng-26 w i t h  Union C a r b i d e  C o r p o r a t i o n .  

The ESR s p e c t r a  h a v e  b e e n  examined t o  v e r i f y  r a d i c a l  c o n t e n t  and  s a m p l e s  h a v e  
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HYDROGEN-CARBON MONOXIDE REACTIONS I N  
LOW-RANK COAL LIQUEFACTION 

C u r t i s  L. Knudson, Warrack G. W i l l son ,  and Gene G. Baker 

U.S. Department o f  Energy 
Grand Forks Energy Technology Center 

Grand Forks, Nor th  Dakota 58202 

I 

The p r imary  r o l e  o f  t h e  gas phase i n  low-rank coal l i q u e f a c t i o n  appears t o  be 
the s t a b i l i z a t i o n  o f  p y r o l y s i s  products  from the  coa l  v i a  hydrogenation and, t o  a 
much lesse r  e x t e n t  ( i n  a n o n - c a t a l y t i c  system), hydrogenation o f  coal  l i q u i d s .  
Hydrogen donor compounds and, t o  a l esse r  ex ten t ,  t h e  b u l k  o f  the so l ven t  perform 
s i m i l a r  f unc t i ons ;  t h a t  i s  t o  p rov ide  another  source o f  hydrogen i n  a d d i t i o n  t o  
t h a t  i n  t h e  gas phase t o  quench f r e e  r a d i c a l s .  Solvent  e f f e c t s  w i l l  n o t  be d i s -  
cussed i n  t h i s  paper. Carbon monoxide and water a r e  the favored reac tan ts  over  
pure hydrogen a t  a l l  temperatures from 350°C t o  48OOC f o r  t he  l i q u e f a c t i o n  o f  
low-rank coals .  The amount o f  carbon monoxide consumed i s  dependent on the  quan- 
t i t y  o f  coal  present ,  i n d i c a t i n g  t h a t  t h e  d r i v i n g  f o r c e  i s  t he  number o f  r e a c t i v e  
s i t e s  i n i t i a l l y  present  i n  t h e  coa l .  

EXPERIMENTAL 

Time Sampled Batch Autoc lave 
Studies on ba tch  k i n e t i c s  were c a r r i e d  o u t  i n  a 1 - l i t e r ,  m a g n e t i c a l l y - s t i r r e d  

autoclave, which i s  o u t f i t t e d  t o  enable the  charg ing o f  a s l u r r y  t o  t he  preheated 
reac to r  and f o r  t imed sampling o f  t h e  gas and s l u r r y  phase du r ing  the  course o f  an 
experiment. Hot  cha rg ing  b r i n g s  t h e  s l u r r y  t o  temperature i n  under 3 minutes, 
thereby e l i m i n a t i n  t h e  1-  t o  2-hour heat-up associated w i t h  t y p i c a l  autoc lave 
opera t i on  (1,~). X t e r n a t e l y ,  the s l u r r y  can be charged a t  an i n te rmed ia te  tempera- 
t u r e  and heated i n  stages t o  observe the  e f f e c t s  o f  temperature change. An example 
o f  pressure, temperature, and gas composi t ion data obta ined where the  autoc lave was 
charged a t  room temperature and heated t o  r e a c t i o n  temperature i s  depic ted i n  
F igu re  1. 
sumption o f  carbon monoxide i s  k i n e t i c a l l y  r a p i d  a t  temperatures above about 350°C. 
The experimental c o n d i t i o n s  f o r  data repo r ted  i n  t h i s  paper a r e  g i ven  i n  Table 1 .  

/ 

4 One t h i n g  t o  no te  i s  t h a t  t h e  p roduc t i on  o f  carbon d i o x i d e  and the con- 

Coal 

near Beulah, Nor th Dakota (Sample B3). 
e a r l i e r  (2 ) .  
d iox ide  a 7  temperatures as low as 2OOOC (3). 
and can spontaneously combust. 
i n  lump fo rm and p u l v e r i z e d  j u s t  p r i o r  t o  use. 

(5) a t  GFETC under an Associated Western U n i v e r s i t y  g ran t .  

hydrocarbon gases, r e s p e c t i v e l y .  These data a re  i n  agreement w i t h  p r e v i o u s l y  
repor ted d i s t i l l a t i o n  assay da ta  (5).  
charged a t  the end o f  a r u n  i s  s l i g h t l y  increased over  t h e  amount charged due t o  
CO2 product ion.  
c e n t r a t i o n  of about 5 mole p c t  i s  t y p i c a l .  

The coal u t i l i z e d  i n  the  experiments was a l i g n i t e  obta ined from a mine loca ted  

L i g n i t i c  coa ls  a r e  ve ry  r e a c t i v e  and a re  r e p o r t e d  t o  evolve carbon 
Prox imate-u l t imate data have been presented 

Dr ied  l i g n i t e s  r e a d i l y  r e a c t  w i t h  a i r  

The B3 l i g n i t e  sample was pyro lyzed i n  a stream o f  i n e r t  gas a t  500°C by Timpe 

Coal samples a r e  t h e r e f o r e  s to red  wet under n i t r o g e n  

The sample produced 
0.17, 2.n5, 14.92, 1.50, 2nd 0.67 k!t p r t  !MA.? C!??! !  ef H:, C0, CC2, CF4, end r:-rn 

I n  batch autoc lave t e s t s ,  t h e  t o t a l  gas d i s -  

For a charge o f  3 moles o f  gas and 50 gm o f  MAF coal ,  a C02 con- 
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TABLE 1 

Experimental Conditions f o r  Reported S tudies  

I Figure- 
Curve 

2,3 
2,3 
2 ,3  
4-1 
4-2 
4-3 
5-4 
5-5 
5-6 

Range of 
Run Temp. 

("C) 

30 400-470 
21 400-480 
22 400-480 
34 400-440 
35 206-440 

39-2 400-480 
39-1 350-470 
62 350-470 

32 440 

I 

Reactants  Charged 

COP H2 Lignite Solvent  H20 
MAF Total 

(moles) (moles) (qm) (gm) 

1.8 1 .6  
1 . 8  1 .6  
1 . 8  1.6 
4.0 -- 
4.0  -- 
4.0  -- 
3.1 -- 
3.5 - -  
2.6 -- 

44 -- 
-- 
51 
45 
26 
52 

140 

163 42 _- 50 
200 50 -- 50 
182 1 
164 40 

92 23 
192 47 
238 63 

L i g n i t i c  coals  a l s o  produce about 10 w t  pc t  (MAF c o a l )  of  water  dur ing  pyrol-  

This i s  
y s i s .  This water was most probably bound as water o f  hydration (such a s  i n  c lays  
o r  i n  humic acid s t ruc tures)and  would not be l o s t  during drying a t  110OC. 
p o t e n t i a l l y  " inherent"  water  t h a t  could r e a c t  w i t h  carbon monoxide v ia  the s h i f t  
r e a c t i o n .  

Solvent  

cene o i l .  
o f  t h e  s l u r r y  charged) t o  minimize coking during rapid heat-up. 
gas  composition changes, t h e  so lvent  pr imar i ly  e f f e c t s  methane product ion ( 1 ) .  As 
w i l l  be discussed l a t e r ,  t h e  so lvent  does n o t  e f f e c t  observed C02 or CO va lues  and 
only  s l i g h t l y  e f f e c t s  observed H2 values .  

Gas Analysis  
Gas samples were analyzed by on- l ine  GC,  e l imina t ing  any a i r  d i l u t i o n s .  

column used was a 1 2  t o  1 4 - f t ,  1/4-inch 316 SS tube packed w i t h  Porapak QS. The 
GC was a Gow Mac maintained a t  50°C employing argon a s  t h e  c a r r i e r  gas. 
argon c a r r i e r  gas r e s u l t s  i n  high hydrogen s e n s i t i v i t y  (0 .02 mole p c t ) ,  moderate 
s e n s i t i v i t y  f o r  CO2 and CH4 (0.1 t o  0 .3  mole p c t ) ,  and poor s e n s i t i v i t y  f o r  propane 
(0 .5  mole p c t ) .  Cal ibra t ion  gas and r e a c t a n t  gases were purchased pre-mixed from 
a local  s u p p l i e r .  

da ta  i n d i c a t e  t h a t  CO2 and CH4 a r e  p r e f e r e n t i a l l y  d isso lved  r e l a t i v e  t o  H2 and CO 
( 1 )  i n  the l i q u i d  phase. 
in the s l u r r y  to  those  i n  t h e  gas phase were 0.87, 0.74, 1 .38,  and 1.10, respec- 
t i v e l y ,  a t  435'C and 4500 p s i .  
(STP)/gm s l u r r y ;  about 0 . 3  moles f o r  a 200-gm charge,  which was an order  of  magni- 
tude  l e s s  than i n  the gas phase, assuming a l l  of the so lvent  was i n  the  s l u r r y  
phase. 
f o r e ,  t h e r e  would be only about 0.1 t o  0.2 moles o f  dissolved gas ,  which would have 
1 i t t l e  e f f e c t  on the composition of  the analyzed gas phase. 
charged p lus  the  moles of methane produced were found t o  be equal t o  the moles of 
gas  metered from the autoclave a t  the end o f  an experiment plus  the gas l o s t  during 
sarnpl ing. 
of c02 from l i g n i t e .  
CO2 and C O  a t  the end of an experiment. 

The solvent  used i n  the experiments was mainly a commercially obtained an thra-  
In autoclave work the  so lvent  was spiked w i t h  t e t r a l i n  (about  7 w t  pct 

In t h e  observed 

The 

U t i l i z i n g  

The gas samples were removed from the gas phase of the autoclave.  Previous 

Rat ios  of t h e  mole pct  of H2,  CO,  CO2,  and CH4 dissolved 

However, t h e  value of dissolved gas was 37 ml 

For t h e  so lvent  i n  these  tes ts ,  40 t o  60 p c t  was i n  t h e  gas phase; there-  

The moles of  gas 

Only spec ia l  experiments enabled t h e  observat ion of t h e  d i r e c t  production 
In most cases  the moles of CO charged equaled t h e  moles o f  
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RESULTS 

Experiments have been made t o  determine how CO and CO-hydrogen i n t e r a c t  w i t h  
t h e  r e a c t o r  wa l l s ,  water ,  so lvent ,  wet coa l ,  and d r y  coal .  

I n  Runs 21, 22, and 30, H2-CO (50:50 w t  p c t )  was reacted w i t h  water, water- 
so l ven t ,  and water-so lvent-coal ,  r e s p e c t i v e l y ,  i n  temperature-stepped experiments. 
The changes i n  the gas phase concen t ra t i ons  o f  CO and H2 a r e  depic ted i n  F igures 2 
and 3. For water and w a t e r - o i l  systems (F ig .  2), CO i s  s l o w l y  consumed o n l y  a t  
temperatures above 400°C. 
o f  CO even a t  temperatures below 400°C. I n  t h e  wa te r -on l y  experiments, t h e  amount 
o f  CO consumed i s  t h e  same as the  amount o f  hydrogen produced. However, i n  water-  
o i l  and i n  wa te r -o i l - coa l  systems, a s l i g h t  hydrogen decrease (note expanded scale)  
i s  observed (F ig .  3) .  I n  systems w i t h  o i l  o r  o i l - c o a l  present ,  some o f  t h e  decrease 
i s  due to  d i l u t i o n  (hydrocarbon gas p roduc t i on  and/or t he  d i r e c t  p roduc t i on  of C02 
f rom coal caused an i nc rease  o f  about 10 p c t  i n  t h e  t o t a l  gas i n  t h e  r e a c t o r  by the  
end o f  a run ) .  As i n d i c a t e d  by t h e  data,  s l i g h t l y  more H2 appears t o  be consumed 
when coal i s  p resen t  i n  t h e  o i l .  These data a l s o  i l l u s t r a t e  t h a t  CO i s  p re fe ren -  
t i a l l y  reacted a t  a l l  temperatures. 

F igure 4 d e p i c t s  data f o r  r e a c t i o n  o f  CO w i t h  d r y  and wet c o a l - o i l  s l u r r y .  For 
comparison, data f rom Run 34 a re  shown where no coal  o r  o i l  was present. Run 32 was 
a hot-charge experiment, which shows the r a p i d  i n i t i a l  CO consumption when wet 
l i a n i t e  i s  oresent. I n  Run 35. t h e  l i q n i t e  was d r i e d  i n  t h e  so l ven t  a t  110°C w i t h  a 

Adding wet l i g n i t e  d r a m a t i c a l l y  increases the consumption 

i 

n i t r o g e n  pukge p r i o r  t o  charging. Whiie Run 35 was a slow heat-up w i t h  temperature 
s tepp ing  (1  h r  a t  400°C and 1 h r  a t  44OoC), CO consumption and CO2 p roduc t i on  were 
e s s e n t i a l l y  complete when 400°C was reached, and ve ry  l i t t l e  hydrogen was produced. 

The amount o f  CO consumed has a l s o  been found t o  be dependent on the amount of 
coa l  charged. F igu re  5 d e p i c t s  CO consumption when 26, 52, o r  140 gms o f  MAF l i g -  
n i t e  were charged t o  t h e  autoc lave.  
95  p c t  o f  t he  CO charged was consumed. The shaded areas ( t h e  d i f f e r e n c e  between the 
t o p  and bottom l i n e s )  i n d i c a t e  the  moles o f  H2 observed versus t ime. When 140 gms 
o f  l i g n i t e  was present ,  t h e  amount o f  hydrogen observed was g r e a t l y  reduced, i n d i -  
c a t i n g  t h a t  a d i r e c t  r e a c t i o n  w i t h  l i g n i t e  t o  produce CO2 i s  favored over reac t i ons  
t h a t  would produce b o t h  CO2 and H2. 

For Run 62, where 140 gms were charged, over 

I 
CONCLUSIONS 

The data t h a t  have been presented suppor t  t h e  f o l l o w i n g  conclus ions:  

a )  The s h i f t  r e a c t i o n  

CO + H20 4 H2 + CO2 

i s  n o t  ca ta l yzed  by the  r e a c t o r  w a l l s  o r  an aromatic so l ven t  
(F igs .  2 and 4). However the  so l ven t  does undergo some slow 
hydrogenat ion (F ig .  3 ) .  

The presence o f  l i g n i t e  ca ta l yzes  the  s h i f t  reac t i on ,  b u t  a 
r e a c t i o n  such as 

b)  

CO + (Oxy-Lig) + CO2 + L i g '  

CO + (H20-Lig) + CO2 + (H2-Lig) 
- .̂  
"I 

i s  favored, e s p e c i a l l y  a t  lower  temperatures (F igs .  1 and 5). 

I 

I 
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c )  The repo r ted  e q u i l i b r i u m  values ( 6 )  f o r  t he  s h i f t  r e a c t i o n  decrease 
w i t h  i nc reas ing  temperature from 28.25 a t  327OC t o  6.3 a t  527OC. 
I n  runs w i thou t  l i g n i t e ,  t he  concen t ra t i on  o f  CO s t e a d i l y  decreases 
a t  a l l  temperatures w i t h  t ime  and i s  a t  a l l  exper imenta l  t imes f a r  
f rom an e q u i l i b r i u m  value. Wi th  coal  present ,  t h e  amount o f  CO con- 
sumed i s  d i r e c t l y  dependent on t h e  amount o f  coal charged. 
i n d i c a t e s  t h a t  t he  coal  has a c e r t a i n  number o f  r e a c t i v e  s i t e s  and 
t h a t  when they  have reacted,  the r e a c t i o n  e s s e n t i a l l y  s tops.  Whi le  
t h e  s h i f t  r e a c t i o n  i s  no doubt occu r r i ng ,  i t  does n o t  appear t o  be 
t h e  most impor tant  reac t i on ,  a t  l e a s t  n o t  i n  these experiments. 

H2 i s  produced v i a  the  s h i f t  r e a c t i o n  ( F i g .  5)  i n  CO-H20 systems. 
However, s ince i t s  concen t ra t i on  does n o t  increase when both H2 and 
CO-H20 reac tan ts  are present  (F ig .  3 ) ,  hydrogen must be r e a c t i n g .  
However, the n e t  consumption o f  charged hydrogen i s  smal l  compared t o  
t h a t  o f  CO. 
than hydrogen. 

T h i s  

d)  

Therefore, i n  compe t i t i ve  r e a c t i o n s  CO r e a c t s  more r a p i d l y  

The preceding statements re-emphasize the  f a c t  t h a t  CO undergoes r e a c t i o n s  w i t h  
l i g n i t e  t h a t  are k i n e t i c a l l y  more favo rab le  than those w i t h  hydrogen, and t h a t  these 
reac t i ons  a re  favo rab le  throughout t h e  temperature range s tud ied  (350-480OC). 
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Figure 1. - Gas phase composition changes w i t h  t ime f o r  a slow heat-up 
batch autoc lave experiment. 

Figure 2. - Temperature and charge composit ion e f f e c t s  on the CO concentra- 
t i o n  versus time. 

Figure 3. - Temperature and charge composition e f f e c t s  on the hydrogen 
concen t ra t i on  versus time. 

F igure 4. - The consumption o f  CO versus time when 1) CO+H20; 2 )  CO + 
d r y  s l u r r y ;  and 3) CO + wet s l u r r y  are reacted. 

F igure 5. - The consumption o f  CO versus t ime f o r  d i f f e r e n t  amounts o f  
coa l .  The shaded area ( t o p  l i n e  minus bottom l i n e )  i s  the 
moles o f  H2 produced. 
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